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Chapter 1. Introduction. Objectives and structure of the 
thesis 
 
 
1.1. Introduction: Why valorise the residues of the olive sector?  
 
The world energetic system is nowadays dominantly based on fossil fuels, which are finite 
in their availability and have dramatic effects to the planet’s climate. The change to a more 
sustainable way of producing heat and power has led the development of numerous 
international compromises, starting with the United Nations Framework Convention on 
Climate Change (UNFCCC), an international environmental treaty negotiated at the Earth 
Summit in Rio de Janeiro from 3 to 14 June 1992, then entered into force on 21 March 1994. 
The UNFCCC objective is to "stabilize greenhouse gas concentrations in the atmosphere at a 
level that would prevent dangerous anthropogenic interference with the climate system” [1] 
The Kyoto protocol  followed in December 1997, an international agreement linked to 
UNFCCC, which commits its Parties by setting internationally binding emission reduction 
targets. This launched the development of numerous national and European policies to 
mitigate climate change and global warming, reduce greenhouse gas and CO2 emmissions, 
as well as to include these concepts in different industrial sectors such as transport, 
manufacturing, and logically, heat and power production. The EU's Renewable Energy 
Directive sets a binding target of 20% final energy consumption from renewable sources by 
2020. To achieve this, EU countries have committed to reaching their own national 
renewables targets ranging from 10% in Malta to 49% in Sweden. They are also each 
required to have at least 10% of their transport fuels come from renewable sources by 2020. 
 
In parallel to these developments, the olive oil sector has consolidated itself as a very 
important agro-industrial sector in the European Union (EU): the EU is the largest producer, 
exporter and consumer of olive oil [2]. According to EUROSTAT, there are 1.9 million olive 
oil farms in the EU. Olive oil production is also linked to the production of large amounts of 
different waste streams, as it will be discussed in further chapters of the present thesis: 
depending on the production method used, pomace and wastewater are produced, which 
do not presently have a clearly beneficial disposal pathway.  As it will be explained in 
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further chapters, millions of tons of these residues are produced only in Spain, which could 
instead of the present disposal solutions, be used for a more sustainable and economically 
beneficial agriculture. 
 
In this framework, the olive oil sector could take a step forward adopting technologies that 
allow the valorization of the residues, such as the pomace and the wood and leaves result 
of pruning the trees. As it will be presented in this work, different initiatives have tried to 
find a solution for this issue, transforming the residues into resources, either as fuel or as a 
source of chemical compounds of economic interest. 
 
Distributed Generation (DG) refers to the generation of electricity in a decentralized 
manner, i.e. geographically distributed over the area that is serviced and close to the 
consumer of energy (which often is the owner of the facility), [3,4]. This concept has gained 
great importance compared to traditional systems of electricity production in large hydro 
and thermal plants connected to the transmission grid for their flexibility and reduced 
infrastructure needed. Indeed, DG presents a very interesting option for standalone 
systems, such as those that could be used at olive mills vor the valorization of residues, and 
which ould provide heat and power required for the olive pressing. 
 
The present thesis focuses on the energetic valorization of the wood, twigs and leaves from 
olive groves that are collected either at the grove or at the mill during the cleaning of the 
olives in Spain. About 5.3 million tons of these residues are produced yearly. Currently there 
is no direct use for these, apart from burning the pruning rests directly on the field, without 
an economic benefit, and often with transport costs associated to them. 
 
An intelligent exploitation of these residues would represent a new source of income and 
employment for the olive mills, and would also contribute to the targets set by the Spanish 
Government and the European Commission to achieve a more sustainable society and 
agriculture. 
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1.2. Objectives of this thesis 
 
The present thesis is set out to achieve the following objectives: 
 To define the framework of the production of olive grove and olive mill wastes, 
focused on the production in Andalucía, Spain, as the largest producing region 
worldwide 
 To study the potential of different valorization technologies for the specific case of 
these wastes 
 Given the preliminary research related to the use of gasification for the olive oil 
sector, to study different plant configurations and gasifier types for the valorization 
of these residues 
 To enable the widespread of distributed generation energy systems in the olive 
sector  
 To contribute to the creation of a more sustainable agricultural sector in Europe, and 
to contribute to achieving the goals set for 2020 with regard to renewable energies 
and sustainability 
In order to achieve these goals, the present thesis will develop the following tasks: 
 
 Revision of the biomass streams produced at olive groves and mills, characterising 
their properties and amounts produced in Andalucía 
 Identification of current research and uses of these waste streams, in order to 
ascertain that the energy valorization pathway is the most suitable 
 Revision of different biomass valorization technologies, with special focus on 
gasification applied to small-scale, decentralized systems 
 Revision and evaluation of four different energy conversion systems  
 Development, modelling and simulation of four different biomass valorization 
systems, three of which include gasification  
 Comparison of these four systems, and identification of the most suitable one, with 
special interest in finding a solution for high moisture and high ash content 
biomasses, such as the leaves and small branches collected at the mill and at the 
grove among the prunnings 
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1.3. Thesis structure 
 
This thesis is divided in twelve chapters. The first one compiles the introduction, the 
objectives and the description of its structure. Chapter 2 describes the olive oil sector in 
Europe, and in Spain in depth. It depicts the olive oil production methods used nowadays 
and describes the olive oil by-products. Further focus is given in Chapter 2 to the definition 
of relevant phisico-chemical characteristics of biomass in general and of the olive oil by-
products, as well as to theis quantification and valorization potential.  
 
Biomass valorization technologies are thoroughly described in Chapter 3, from direct 
combustion to alcoholic fermentation. Special focus is given to gasification, due to the 
importance of this technology in the present thesis. Chapter 4 deals with the technologies 
applicable to the use of biomass, differentiating between internal and external combustion 
machines.  
 
Chapter 5 compares two possible systems for the olive oil industry: an externally fired gas 
turbine and a gasifier-gas turbine system, both using leaves and twigs as fuel. The systems 
are feasible and can provide electricity on scale downto 30kWe and thermal energy (60 
kWth). The systems have been modelled out using Cycle-Tempo® software. 
 
Chapter 6 comprises the study of a downdraft gasifier and gas engine fueled with olive oil 
industry wastes (crushed olive stones, leaves and twigs), modelled for a medium-sized olive 
mill (10,000 tons olives/yr), developing a simulation model to predict steady- state 
performance of such a CHP plant based on a downdraft gasifier, a gas cooling and a 
cleaning stage and a gas engine connected to the grid. This power plant provides 70 kWe 
and 110 kWth as sanitary hot water needed in the olive oil extraction process.  
 
Chapter 7 comprises the modelling and simulation study of an updraft gasifier and ORC 
system for high ash content biomass such as olive tree leaves and twigs, with the objective 
to give an alternative to this type of biomass, which presents several difficulties for its 
energetic valorization. This system is able to produce 93.8 kW of net electrical power and 
roughly 412 kW of thermal power for heating necessities of the mill, with a biomass 
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consumption of 240 kg/h. Chapter 8 compares the results obtained and analyses the 
suitability of each system for the use proposed, while chapter 9 deals with the conclusion 
and future works in this research line. 
 
Finally, a curriculum vitae, list of contributions, as well as a list of references are compiled in 
chapters 10 to 12 respectively. 
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Chapter 2. The olive oil sector in Europe and in Spain 
 
2.1. The olive oil sector in Europe and in Spain 
 
The cultivation of olive trees and the production and use of olive oil has been a well-known 
and established practice in the Mediterranean region for more than 7000 years. Olives, and 
olive oil belong to the culture and tradition of European countries, and its use is deeply 
rooted in these cultures. The consumption of olive oil is extended to all the European Union 
(EU) Member States and beyond due to its high dietetic and nutritional value, and has 
become an important commodity for its producting countries, as export figures increase 
steadily year after year [5]. 
 
Olive trees (Olea europaea L.) are cultivated in the EU in Croatia, Cyprus, France, Greece, 
Italy, Portugal, Slovenia and Spain, although most of the area dedicated to this crop is 
concentrated in Spain (51% of the total area cultivated), Italy (23%) and Greece (19%)[6]. 
 
Spain is the first olive oil producer worldwide, followed by Italy and Greece, [7]. The number 
and size of the mills depends on the quantity of olives processed and the distribution of the 
olive oil market in each country, [7]. In Spain, with a total of 1,760 mills, the olive oil sector is 
mainly centralized in the South, being Andalusia the most representative region with 818 
large and medium-size mills (¡Error! No se encuentra el origen de la referencia.). In contrast, 
Italy presents a more decentralized sector with a total of 4,597 small-size mills mostly 
located in Puglia (905) and Calabria (730). Finally, the Greek olive oil sector is characterized 
by a decentralized distribution with 2,325 small-size mills, mostly located in the 
Peloponnesus (834) and Crete (539). 
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Country No. of mills 
Average olive oil 
production* (miles of tons) 
Most important regions 
(number of mills) 
Spain 1,760 1,253.7 
Andalusia (818) 
Castilla la Mancha (251) 
Catalonia (196) 
Italy 4,597 475.0 
Puglia (905) 
Calabria (730) 
Sicilia (580) 
Greece 2,325 322.0 
Peloponnesus (834) 
Crete (539) 
Central Greece (411) 
Table 1 Main olive oil producers worldwide and number of mills by country. 
* Average production from 2006 to 2012. 
 
 
 
 
 
 
 
 
Fig.  1 Distribution map of Olea europaea L. Giovanni Caudullo - Guerrero Maldonado, N., López, M. J., 
Caudullo, G., de Rigo, D., 2016. 
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                                                 Fig.  2 Area dedicated to olive groves in 2015 [8] 
In Spain, the largest producer worldwide, olive groves constitute the largest cultivated 
forest in Europe, with more than 180 million trees, which allows traveling for hundreds of 
kilometres without losing sight of this characteristical landscape, a total area of 2,503,675 
ha. This surface produced 7,820,016 t of olives harvested in 2012, which resulted in 1,585,200 
t of virgin olive oil [9] (1,781,500 in 2015 [10]). The olive industry is an important pillar of the 
economy in several regions of Spain, each year it generates around 16.650.000 days of paid 
work in harvesting and 15.350.000 days of paid work in other tasks (pruning, tending to the 
trees, etc) [11]. For this, it is a major source of employment, particularly in regions with high 
rates of unemployment where olive growing is the dominant monoculture. Besides having a 
positive impact on employment, the cultivation of olive trees generates additional benefits 
through the industries it supports: olive oil production, refining, packing and logistics. 
 
After Spain, Italy follows in area planted and production (1,144,422 ha, 3,182,204 t olives 
collected and 543,000 t virgin olive oil produced), then Greece, (913,800 ha olive tree 
surface, 1,873,900 t olives harvested, and 331,200 t virgin olive oil produced) and Portugal 
(343,200 ha of olive groves, 443,800 t olived harvested, and 83,191 t virgin olive oil 
produced) [9]. Other producer countries comprise France, Slovenia, Croatia, Montenegro 
and Malta, with productions that only reach their domestic markets. 
19% 
51% 
0% 
0% 
23% 
0% 
7% 
Area dedicated to olive groves in 2015 
Greece Spain France Croatia Italy Cyprus Portugal
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Olives are either pressed to extract their oil, or fermented and cured to be eaten as table 
olives. Table olives have a relative importance in worldwide markets, as only 8,2% of the 
total olives harvested  are dedicated to this use. Alternatively, olive oil is without a doubt 
the main product obtained from olive groves, the average production worldwide for the 
period 2009 – 2015 being 2.911.200 tons [12].  
 
2.2. Olive oil production methods 
 
The basic steps in the production of olive oil are: 
1. Cleaning the olives 
2. Grinding the olives into a paste 
3. Malaxing (or mixing) the paste 
4. Separating the oil from the vegetable water and solids 
How each of these steps are performed determines the overall productivity of the system 
and the by-products obtained. The processes used to produce olive oil are: 
2.2.1. Olive presses 
A very simple system, first the olives are ground into an olive paste using large millstones at 
an oil mill. After grinding, the olive paste is spread on fiber disks, which are stacked on top 
of each other, then placed into the press. Traditionally the disks were made of hemp or 
coconut fiber, but in modern times they are made of synthetic fibers which are easier to 
clean and maintain. These disks are then put on a hydraulic piston, forming a pile. Pressure 
is applied on the disks, thus compacting the solid phase of the olive paste and percolating 
the liquid phases (oil and vegetation water). The applied hydraulic pressure can go to 400 
atm. To facilitate separation of the liquid phases, water is run down the sides of the disks to 
increase the speed of percolation. The liquids are then separated either by a standard 
process of decantation or by means of a faster vertical centrifuge. 
 
Presses allow for the production of high-quality oils, but are much slower than all other 
methods. 
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2.2.2. Decanter centrifugation: three phases and 
two phases 
The modern method of olive oil extraction uses an industrial decanter to separate all the 
phases by centrifugation. In this method the olives are crushed to a fine paste. This can be 
done by a hammer crusher, disc crusher, depitting machine or knife crusher. This paste is 
then malaxed in order to allow the small olive droplets to agglomerate. Afterwards the 
paste is pumped into an industrial decanter where the phases will be separated. Water is 
added to facilitate the extraction process with the paste. 
 
The decanter is a large capacity horizontal centrifuge rotating approximately 3,000 rpm, the 
high centrifugal force created allows the phases to be readily separated according to their 
different densities (solids first, then vegetation water, then oil). Inside the decanter's 
rotating conical drum there is a coil that rotates more slowly, pushing the solid materials 
out of the system.  
 
With the three-phases oil decanter, a portion of the oil polyphenols is washed out due to the 
higher quantity of added water (when compared to the traditional method), producing a 
larger quantity of vegetation water that needs to be processed, as well as a pomace as by-
products. 
 
The two-phases oil decanter was created as an attempt to solve the phenol washing 
problem. It uses less added water and therefore, reduces the phenol washing. The olive 
paste is separated into two phases: oil and wet pomace. This type of decanter, instead of 
having three exits (oil, water, and solids), has only two. The water is expelled by the 
decanter coil together with the pomace, resulting in a wetter pomace.  
 
The main differences between these two extraction methods are due to water content. Two-
phase pomace has moisture approximately 50-70% and contains a certain amount of 
sugars as a result of the presence of vegetation water, while pomace has a moisture 
content of between 25-30% in the press system, and 45-60% in 3-phase centrifugal 
systems.  
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2.3. Definition and characterization of the olive and olive oil 
industry residues and by- products   
 
Andalucía keeps the surface used for olive cultivation practically constant, reaching 
1,500,000 ha, which in an average campaign produce around 4,650,000 t of olives. From 
these, approximately 4,300,000 t/year are transformed into olive oil, an average of 
900,000 t/year [13] . The production of olive oil generates a series of residues, or for the 
interest of the topic dealt with in this thesis, by-products, the disposal of which presents 
several hurdles as we will see in the following pages. 
 
These “other products” are not necessarily to be seen as residues, but as an opportunity for 
further industrial uses, among which power generation is included: 
 
Fig.  3 Residues generated in olive oil production and main characteristics of 
the production 2 and 3 phases systems. 
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Residue: something that remains after a part is taken, separated, or designated or 
after the completion of a process. 
By-product: 1:  something produced in a usually industrial or biological process in 
addition to the principal products. 2:  a secondary and sometimes unexpected or 
unintended result [14] 
 
Due to the fact that in the present thesis different solutions for the valorization of some of 
the “other products” obtained either in the cultivation of olive trees or in the pressing of 
olives into oil, we will refer to prunings, pomace or olive stones as by-products instead of 
residues. 
 
The by-products result of the pressing of olives and the amounts produced by a two-phase 
olive mill are presented in Fig.  4 below: 
 
 
 
Fig.  4  Mass balance of an olive mill, taking as an example 10.000 tons of olives processed yearly. 
2.3.1. Pomace 
 
The process of extraction of olive oil consists in most of the olive mills in Andalucía of the 
crushing and posterior centrifugation of the olives, mostly on two-phases systems. 
Centrifugation separates the oil from the water, stones, pulp and skin of the fruits. This mix 
constitutes the pomace. One ton of olives yields approximately 0,27 ton of olive oil and 
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0,73 ton of pomace. Currently pomace is stored in large ponds at the the olive mill, often to 
be  processed further, either to extract the last oil fraction present, or to dry it to a moisture 
content of about 40% and incorporate it into combustion plants. 
 
2.3.2. Orujillo (exhausted pomace)  
 
Once the pomace has been dried and its remaining oil has been extracted with hexanes, it 
becomes exhausted pomace. This by-product is suitable for combustion, with a moisture 
content of about 10% and a heating value of 4.200 kcal/kg in dry basis. On average, 
840.000 ton of exhausted pomace are produced yearly. Its use is distributed between 
energy generation at the processing plant and export for co-firing. Some lighthouse 
projects, such as the combustion plant at Villanueva del Arzobispo operated by Energía La 
Loma, S.A., seek to valolrize these residues. Currently there are 63 pomace oil extraction 
plants in Spain, most of them located in Andalucía. 
 
2.3.3. Olive stones 
 
The stones are included in the pomace and later separated, either at the olive mill or at the 
extraction plant, crushed, with an average production of 360.000 t/year. They are an 
excellent fuel, due to their very appropriate characteristics: high density, average moisture 
of 15%, very uniform granulometry and a heating value of 4.500 kcal/kg on dry basis. This 
makes stones very appropriate for thermal uses both in the domestic and the industrial 
sectors. Additionally, they are very easy to handle, their very low particle emissions when 
used in combustion, as well as their odor neutrality. Their use in heating in residential areas 
has increased in the past decade, and the technologies used have experienced a great 
improvement in their performance as well as in their usability. The lower price of these 
stones against other fuels of similar characteristics, such as wood pellets, situate them as a 
preferred fuel. 
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Fig.  5 Olive stones collected at the olive oil mill after the extraction process 
 
 
Fig.  6 Detail of olive stones 
2.3.4. Leaves and twigs 
 
Olive leaves are lignocellulosic residues usually found in two different points during the 
process of olive oil production. They are first found during the pruning of the trees, in which 
they constitute 25% of the whole pruning, but are usually burned or ground together with 
the remainder of the pruning by-products, such as larger branches. The second point is in 
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the olive mill. Leaves are separated from the fruits in the early steps of olive cleaning, and 
constitute 8% of the total weight that arrives at the mill [15].  
 
 
Fig.  7 Olive leaves and twigs recovered from an olive mill after the cleaning stage 
 
2.3.5. Prunings 
 
Commonly, the olive trees producing olives for oil must be pruned every two years (trees 
for table olives are pruned yearly). One hectare of olive trees produces on average 3 tons of 
prunings, which consist in wood and leaves. Andalucía produces on average around 
2.000.000 tons of these by-products every year. 
 
Olive trees are pruned after fruit collection. Older branches are cut down, gathered into to 
the center of each row of trees, and further treated, within a short period, to avoid the risk 
of spreading vegetal diseases. Currently, two different applications for this pruned biomass 
are predominantly used: either it is ground and scatttered in the field as mulch [16], or by 
burned at the field, which is a source of environmental concerns, as well as a waste of a 
resource [15]. 
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Fig.  8 Detail of olive tree prunings, chipped 
 
2.4. Physico-chemical characteristics of biomass 
 
The engineering properties of biomass highly affect the quality of feedstock for their use in 
either thermochemical applications. These properties include density, particle size, 
flowability, moisture content, heating value, ash content, and color, which are all important 
engineering properties for the design and operation of the downstream process. They also 
highly affect the design of handling and transportation systems, storage, and fuel 
conversion equipment. The most important properties for the technologies considered in 
the present thesis are described below: 
 
2.4.1. Bulk density 
 
It is a physical property defined as the total space occupied by a given amount or a group of 
particles . It can be determined by the following expression [17]: 
 
𝜌𝑏𝑢𝑙𝑘 =
𝑡𝑜𝑡𝑎𝑙 𝑚𝑎𝑠𝑠 𝑜𝑓 𝑡ℎ𝑒 𝑏𝑖𝑜𝑚𝑎𝑠𝑠 𝑝𝑎𝑟𝑡𝑖𝑐𝑙𝑒𝑠
𝑎𝑝𝑎𝑟𝑒𝑛𝑡 𝑣𝑜𝑙𝑢𝑚𝑒 𝑜𝑐𝑐𝑢𝑝𝑖𝑒𝑑 𝑏𝑦 𝑡ℎ𝑒 𝑏𝑖𝑜𝑚𝑎𝑠𝑠 𝑝𝑎𝑟𝑡𝑖𝑐𝑙𝑒𝑠
  Eq. 1 
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2.4.2. Moisture content 
 
Biomass moisture content is defined as the amount of water in the biomass expressed as a 
percentage of the material’s weight. Moisture content has a significant effect on the 
engineering of the conversion process, either thermochemical or biochemical. Actually it 
has been estimated that an increase in the moisture content of biomass from 0% to 40% 
can decrease the heating value (in MJ/kg) by about 66% [18]. 
 
The moisture content can vary from less than 20% for many of the agricultural wastes, like 
husks and straws, and up to 60% for bagasse. Wood, which is an important source of large 
quantities of biomass, has a moisture content of about 40-50%.  
 
2.4.3. Ignition temperature 
 
Combustion of biomass is only possible if it reaches its ignition temperature.  it is the 
lowest temperature at which a combustible substance when heated takes fire in air and 
continues to burn. It determines the highest temperature a fuel can be kept at in storage, as 
well as the lowest temperature that has to be achieved in every part of the combustion 
chamber. Ignition temperature usually decreases when the biomass’ volatile content 
increases [19]. 
 
2.4.4. Heating value  
 
The heating value of biomass is crucial to determine its energy that can be recovered during 
thermo-conversion. It is the energy contained in a fuel, determined by measuring the heat 
produced by the complete combustion of a specified quantity of it. This is expressed in 
kJ/kg. 
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The measure known as higher heating value (HHV) is determined by bringing all the 
products of combustion back to the original pre-combustion temperature, and in particular 
condensing any vapor produced.  
 
The quantity known as lower heating value (LHV), or net calorific value, measures the heat 
release with water in the vapor phase [20]. It is determined by subtracting the heat of 
vaporization of the water vapor from the higher heating value. This treats any H2O formed 
as a vapor. The energy required to vaporize the water therefore is not released as heat. LHV 
calculations assume that the water component of a combustion process is in vapor state at 
the end of combustion, as opposed to the HHV, which assumes that all of the water in a 
combustion process is in a liquid state after a combustion process. The LHV assumes that 
the latent heat of vaporization of water in the fuel and the reaction products is not 
recovered. It is useful in comparing fuels where condensation of the combustion products is 
impractical, or heat at a temperature below 150 °C cannot be put to use. 
 
The calorific powers of biomass are determined in most cases by empirical correlations. For 
example, Channiwala and Parik [21] developed in 2002 a correlation for determining the 
HHV based on correlations existing 15 and 50 different fuels, including biomass liquid, gas 
and coal. 
 
𝐻𝐻𝑉 (𝑘𝐽 𝑘𝑔⁄ ) = 349,1𝐶 + 1178,3𝐻 + 100,5𝑆 − 103,4𝑂 − 15,1 𝑁 − 21,1𝐴𝑠ℎ
                      
Eq. 2 
 
 
Where C, H, S, O, N and Ash are the mass percentages of carbon, hydrogen, sulphur, 
oxygen, nitrogen and ashes, from the enemental analysis of the biomass in dry basis. This 
correlation is valid for the following ranges: 
 
 0 < C < 92%; 0,43 < H < 25% 
 0 < O < 50%; 0,43 < N < 5,6% 
 0 < ASH < 71%; 4745 < PCS < 55.345kJ/kg 
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The LHV of a solid fuel can be calculated using the HHV with the following relation [17]:
 
                                          
 
 
𝐿𝐻𝑉(𝑘𝐽𝑘𝑔) = 𝐻𝐻𝑉 − ℎ𝑔 (
9𝐻
100
+
𝑀
100
)                                                                                            Eq. 3
 
Where H and M are the percentages of hydrogen and moisture, respectively. hg represents 
the latent heat of the water vapor in the same units as the HHV (2.260 kJ/kg).  
 
LHV is often used, mostly in European countries, to define efficiency in themal processes. In 
this way, performance expressed in terms of LHV will be higher than if the HHV is used (as it 
is common in the US and Canada).  
 
2.4.5. Elemental analysis (ultimate analysis) 
 
Elemental analysis, also known as ultimate analysis, is a process where a sample of some 
material is analyzed for its contents of inorganic elements, as well as moisture content. 
Elemental analysis can be qualitative (determining what elements are present), and it can 
be quantitative (determining how much of each are present). Usually the elemental analysis 
can be expressed with the following formula: 
 
𝐶 + 𝐻 + 𝑂 + 𝑁 + 𝑆 + 𝐴𝑠ℎ + 𝑀 = 100%   
Eq. 4 
 
Where C, H, O, S and S represent weight percentages of carbon, hydrogen, oxygen, 
nitrogen and sulphur in the fuel. Moisture is represented by M, and therefore, the water 
content is not included in the amounts for H and O. ASH represent the ash content of the 
fuel.   
The most common form of elemental analysis, CHN analysis, is accomplished by 
combustion analysis. In this technique, a sample is burned in an excess of oxygen and 
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various traps, collecting the combustion products: carbon dioxide, water, and nitric oxide. 
The masses of these combustion products can be used to calculate the composition of the 
unknown sample. Elemental analysis is usually costly. The following ASTM standards can 
be used for the elemental analysis of a fuel: 
 Carbon, Hydrogen: E-777 
 Nitrogen: E-778 
 Sulphur: E-775 
 Moisture: E-871 
  Ash: D-1102 
 
2.4.6. Proximate analysis 
 
A more typical way of categorizing the organic composition of biomass is what is commonly 
called the proximate analysis: the breakdown of the fuel in moisture, volatiles, char or fixed 
carbon and ash.  The standards used for ther analysis are [20]: 
 
 Volatile matter: E-872 
 Ash: D-1102 
 Moisture: E-871 
 Fixed carbon 
The content of fixed carbon, “char”, is calculated by subtracting from 100 the weight 
composition of the other compounds. Typically, controlled laboratory furnaces or 
specialized equipment such as thermogravimetric analyzers are used for the analysis. 
 
Elemental (or ultimate) and proximate analyses, as well as LHV and HHV can be expressed  
on diferent bases: 
 
• The “as received” composition (ar) includes the moisture content of the biomass, 
typically at the point of harvesting or delivery. It is the most valid composition to be 
used in terms of performing combustion calculations, estimating efficiencies, etc. On 
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the other hand, the exact as received composition is obviously affected by the 
moisture content and all the factors which affect it. Also, the moisture content is the 
most easily controlled quality parameter of the fuel, being subject to change through 
drying processes. As a result, the moisture of a sample may vary between the 
sampling point, the delivery point and the final analysis in the lab. Therefore, 
although extremely useful for actual applications, the as received composition is not 
typically a valid indication for comparisons between biomass types, [18]. 
 
• The “dry basis” composition (db) refers to the composition of the biomass 
excluding all water content. Obviously, this state can only be applicable for 
laboratory samples – all other types of drying in “real-life” applications always leave 
some of the moisture, however low, in the fuel. The dry basis is a good starting point 
for comparing the properties of different fuel types and is the typical format in which 
most laboratories report their results. Several types However, it does not take into 
account variations in the inorganic part of the biomass which may be due to the 
impact of the supply chain. 
 
• The “dry, ash free” basis (commonly abbreviated as “daf”) refers to the composition 
of biomass excluding all water and ash content. The dry, ash free basis is an even 
more ideal case than the dry basis, since actual separation of the ash from the 
organic part of biomass is impossible – in the laboratory and combustion 
applications, it is the organic part that is separated from the ash. However, this basis 
allows for the exclusion of all influences of the supply chain and for the direct 
comparison of the properties of different types of biomass fuels, [18]. 
 
Most biomass will have a higher volatile content than coals. Herbaceous biomass also 
tends to have slightly higher volatile content compared to woody biomass or certain agro-
industrial residues; a general trend would be that the lower the lignin content, the higher 
the volatiles a biomass has. With waste biomass, depending on the fraction, the volatile 
content can be as high as 90 % of daf, with herbaceous it is usually in the range 70-85 and 
with woody biomass it is usually about 60-80 % of daf, [18].  
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2.4.7. Ash content 
 
Ash is the general term used to describe the inorganic matter in a fuel. In biomass fuels, the 
ash content may originate from the biomass itself, e.g. materials that the plant absorbed 
from the water or the soil during its growth, or from the supply chain, e.g. soil collected 
along with biomass. In any case, after the collection of a sample the ash content is typically 
measured by combusting the biomass at a laboratory furnace under controlled conditions, 
taking into account the relevant standard EN 14775. 
 
Following the preparation of a laboratory ash sample, European Standards exist for the 
determination of two main groupings of elements: minor elements and major elements. 
Minor elements include the following elements: As, Cd, Co, Cr, Cu, Hg, Mn, Mo, Ni, Pb, Sb, V 
and Zn, and should be measured according to EN 15297. Major elements should be 
measured according to EN 15290. They include the elements which are most abundant in 
the fuel ash: Al, Ca, Fe, Mg, P, K, Si, Na and Ti. 
 
In terms of energy applications, a high ash content is not desirable, as it can produce severe 
problems in reactors and furnace systems [22]: Slagging and ash agglomeration due to 
fusion, and formation of clinkers.  Ash from biomass is aggressive in nature and might 
corrode the gasifier, furnace and associated gas supply system. 
 
 
2.5. Physico-chemical characteristics of the olive and olive oil 
industry residues and by- products 
 
2.5.1. Orujo, olive pomace 
 
Table 2 summarizes the results obtained in relevant literature for olive pomace. It is 
noteworthy that different studies use wet ([23,24]) or dried pomace ([25,26], which reflects 
in the values obtained.  
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 Miranda et al. 
(2012)  [25] 
E. Christoforou et al. 
(2016)  [23] 
P. Bartocci et al. 
(2015)        [24] 
Proximate analysis    
Moisture (%wb) 6.86 38.34 49.02 
Ash (%db) 5.55 5.20 0.84 
Fixed carbon (%db) 17.28 10.86  
Volatile matter (%db) 77.18 45.60 42.35 
Ultimate analysis    
C (%db) 51.42 49.50 55.54 (*wb) 
N (%db) 1.98 1.27 1.98 (*wb) 
H (%db) 6.56 5.33 7.98 (*wb) 
S (%db) <0.1 0.09  
O(%db) n.d. 43.81 34.5 (*wb) 
LHV (MJ/kg) (db) n.d. 19.23 n.d. 
HHV (MJ/kg) (db) 22.03  5.7 (*wb) 
Physical properties    
Bulk density (kg m-3) 780.00 920 n.d. 
Table 2 Review of physico-chemical characteristics of olive pomace. 
2.5.2. Orujillo, exhausted olive oil pomace 
 
a Calculated by difference 
 Project 
RESOLIVE 
[26] (dry 
pomace) 
Capablo et al. 
(2016) 
[27] 
Campoy et at. 
(2014) 
[28] 
García- Ibáñez et 
al. (2004)  [29] 
Proximate analysis     
Moisture (%wb) 5.92 8.19 8.7 8.9 
Ash (%db) 5.01 10.38 14.2 8.5 
Fixed carbon (%db) 17.93 16.93 20.8 17.1 
Volatile matter (%db) 71.13 64.50 65.1 74.4 
LHV (MJ/kg) (db) 21.5 n.d. 17.3 18.5 
HHV (MJ/kg) (db) 21.47 n.d. 18.3 19.5 
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Ultimate analysis     
C (%db) 51.31 41.51 53.3 52.7 
N (%db) 1.99 1.56 2.1 1.6 
H (%db) 6.4 5.17 6.1 7.2 
S (%db) 0.26 0.33 0.17 0.07 
O(%db) 34.71 n.d. 38.3 38.1  a 
Physical properties     
Bulk density (kg/m3) n.d. n.d. n.d. 659 
Table 3 Review of physico-chemical characteristics of exhausted olive pomace. 
2.5.3. Olive stones 
 
a Calculated by difference 
 Zabaniotou et al. 
(2000)    [30] 
Skoulou et al. 
(2008) 
[31] 
Pattara et al. 
 (2010)         [32] 
Present work 
Proximate analysis     
Moisture (%wb) 21.50 4.59 8.8 10.20 
Ash (%db) 3.90 3.46 2.3 2.06 
Fixed carbon (%db) n.d. 16.39 16.2 21.58 
Volatile matter (%db) n.d. 75.56 72.7 76.36 
LHV (MJ/kg) (db) 20.5 n.d. n.d. 17.2 
HHV (MJ/kg) (db) n.d. 20.39 19.4 n.d. 
Ultimate analysis     
C (%db) 44.30 48.61 46.5 50.08 
N (%db) 0.00 n.d. 0.4 0.64 
H (%db) 5.85 6.41 6.4 5.90 
S (%db) n.d. <0.05 0 0.02 
O(%db) 49.85 46.31 a n.d. 41.03 
Physical properties     
Bulk density (kg/m3) n.d. n.d. n.d. 709 
Table 4 Review of physico-chemical characteristics of olive stones. 
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2.5.4. Leaves and twigs 
 
a Calculated by difference 
 García-Maraver et 
al. (2014)    [33] 
D. Vera et al. (2011) 
[34] 
Present work  
Proximate analysis    
Moisture (%wb) 11.02 4.76 8.5 
Ash (%db) 14.17 4.2 8.6 
Fixed carbon (%db) 11.07 16.31 19.88 
Volatile matter (%db) 63.74 74.73 71.41 
LHV (MJ/kg) (db) 18.01 16.3 13.0 
HHV (MJ/kg) (db) 19.64 17.6 n.d. 
Ultimate analysis    
C (%db) 45.71 47.1 45.08 
N (%db) 1.56 0.55 0.52 
H (%db) 6.66 6.18 5.89 
S (%db) 0.11 0.1 0.09 
O(%db) n.d. 41.66 39.7 a 
Physical properties    
Bulk density (kg/m-3) n.d. n.d. 108 
Table 5 Review of physico-chemical characteristics of olive tree leaves and twigs. 
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2.5.1. Prunings 
 
 
a After solar drying 
b By difference 
 
2.6. Availability of the residues in Andalucía (Spain) and their 
valorization potential 
 
2.6.1. Orujo, olive pomace  
 
According to [37], the amount of pomace produced in 2008 was 4.920.000 ton, between 
600 and 650 kg of pomace produced per ton of olives. As an example, the production of 
2008 once dried would produce 1.328.400 tons of fuel, representing around 524 kTPE (tons 
 Ramos 
Casado et al. 
(2016) [35] 
Skoulou et al. 
(2008) 
[31] 
Vera et al. (2014) 
[9] 
Buratti et. Al 
(2016)            [36] 
Proximate analysis     
Moisture (%wb) 7.2 4.84 10.00 a n.d. 
Ash (%db) 4.9 0.62 3.50 1.7 
Fixed carbon (%db) 13.7 8.47 17.13 18.4 
Volatile matter (%db) 81.4 78.31 78.46 79.9 
LHV (MJ/kg) (db) 16.19 n.d. 16.3 n.d. 
HHV (MJ/kg) (db) 17.62 20.39 17.6 19.2 
Ultimate analysis     
N (%db) 0.64 n.d. 0.55 0.4 
H (%db) 6.2 6.41 6.18 8.3 
S (%db) 0.07 <0.05 0.10 n.d. 
O(%db) 41.06 n.d. 42.57 b 44.4 b 
Physical properties     
Bulk density (kg/m3) n.d. n.d. 184 n.d. 
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petroleum equivalent). This would account for 5% of Spain’s total coal demand. 
Furthermore, using these residues would represent avoiding the emission of almost 2 
million CO2 tons yearly.  
 
The high moisture content of 2-phases olive pomace (i.e. 38,34% as described by [38], or 
49,02% in [24], even though at the mill it is usually higher, between 60 – 70% entails the 
first problem for its valorization, as it will require a drying step for any thermochemical 
process or transport. On the upside, olive pomace is exclusively produced at the oil mill and 
kept in basins, and therefore the structures necessary for its storage are already in place at 
the mills. 
 
The main valorization route that the olive pomace follow currently is the second extraction 
of oil with solvents.  
 
Direct soil application as a soil amendment could be a use, considering its high potassium 
content [39]. However, it causes serious imbalances in the nutrient cycles in soil, and is not 
adequate, as for example, olive mill watewater (from 3-phases processes) is used in Italy. 
Anaerobic digestion is possible, although in unstable systems. The anaerobic digestion of 
different by-products from olive oil production were tested, alone and mixed with other co-
substrates and pre-treatments. The best results were obtained for olive pomace mixed with 
hen litter, a production of methane 262 Nml/goTS [40]. Positive results are also reported by 
Orive et al. (2016) [41], although the effect of inhibitions due to the high amount of 
polyphenols present is also reported. Borja et al. studied as well the digestibility of plive 
pomace at mesophilic temperature, [42], observing higher methane production rateswhen 
higher OLR were applied. Despite the good results obtained in numerous research papers, 
the valorisation of olive pomace through anaerobic digestion at large scale plants continues 
to be a challenge. Fermentation to obtain ethanol has not been thoroughly researched and 
will require further efforts in the future.  Abu Tayeh et al. (2014) [43] isolated two strains of 
yeasts present in olive mill wastes,  Issatchenkia orientalis, and Pichia 
galeiformis/manshurica. All strains were able to utilize xylose and produce xylitol but not 
ethanol. I. orientalis showed best efficiency in producing of ethanol when supplemented 
with glucose. Using SSF process following pretreatment of olive pomace, the average 
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ethanol yield was low as 3 g/100 g dry OMSW. The results of this study render fermentation 
as not ecomically viable. 
 
Regarding thermochemical conversion technologies, the main focus of the present thesis,  
several technologies have been studied. Slow pyrolysis of olive pomace was studied by 
Özveren and Özdogan, (2013) [44] using thermogravimetric analysis coupled with mass 
spectrometry. Zabaniotou et al. (2015) [45] proposed to use the residues from the olive 
grove (prunings) and from the olive oil extraction (pomace) are used as feedstock to supply 
a pyrolysis plant. However, this authors stress the need of a drying stage as a weakness for 
the success oftheir model. Good results have been obtained from the investigation of the 
combustion behavior of pomace and their co-combustion with other fuels such as coal. The 
results of solid fraction combustion indicated good combustion behavior of olive kernels 
and the residual olive pomace, with suitable efficiency and a reduced presence of unburnts 
[46]. 
 
2.6.2. Orujillo, exhausted olive oil pomace 
 
Exhausted olive oil pomace is primarily used at the extraction plant („orujera“), as this 
requires a drying step to bring the moisture of the pomace to approximately 8%. The hot 
drying gases required for this step come from the combustion of residual exhausted 
pomace, obtained after the extraction process. On average, 27% of each ton of olives 
harvested will end up as exhausted olive oil pomace. In an average campaign Spain 
produces about 840,000 t/year of this by-product. The consumption in power plants 
located in Andalucía in 2010 increased from previous years to 510,000 t, and the 
consumption at extraction plants reached 125,000 t, which usually fluctuate depending on 
the campaign. An average availability of 200,000 – 300,000 t/year can be estimated for 
other thermal uses and export [13]. 
 
Apart from this use, gasification has been the most studied application for exhausted 
pomace. García-Ibáñez et al. (2004) [29] researched the gasification of leached orujillo in a a 
300 kWth atmospheric circulating fluidised-bed (CFB) gasification facility. This study found 
  Gasification applied to the valorization of olive grove and olive mill residues 
 
 39 
exhausted pomace to be well suited for air gasification in a fluidised bed. Vera et al. (2011) 
[47] modeled a CHP system consisting of a downdraft gasifier and EFGT fuelled by olive 
wastes (leaves and prunings, pits/stones and exhausted pomace). The system would 
provide electricity on a scale down to 70 kW and thermal energy as sanitary hot water 
(about 160 kW). The result is a plant able to achieve an electric efficiency around 20% and 
overall efficiency around 65%. In this paper the electric efficiency attained with exhausted 
pomace is slightly lower than the one obtained with olive stones (19.1% against 19.6%), due 
to the fact that the gasification process with exhausted pomace yields a product gas with 
lower calorific value (4.35 MJ kg−1). On the other hand, thermal energy increases with 
exhausted pomace (about 170 kWth) and the ηCHP is slightly higher (65%).  In general, 
orujillo has a high heating value but contains large amounts of alkali metals (primarily 
potassium), which can cause serious deposit formation and agglomeration in high-
temperature processes like fluidised- bed gasification or combustion [48].  
 
2.6.3. Olive stones  
 
As lignocellulosic material, hemicellulose, cellulose and lignin are the main components of 
olive stones as well as protein, fat, phenols, free sugars and oils, these are a good fuel. On 
average, the olive oil industry generates 360,000 t of crushed olive stones every year [13]. 
Olive stones have a widespread commercial use nowadays as a preferred fuel for many 
domestic heating systems in Southern Spain. A 25kW boiler capable of using wood pellets 
and olive stones costs around 3,500 € [49]. The prices range from 0.21 €/kg (including 
transport, [50] ) to 0.17 €/kg [51], against wood pellets (0.23 €/kg [50]  – 0.25 €/kg, 
transport not included [51]). Although prices fluctuate depending on the season and 
availability of raw materials, the price of olive stones remains usually at a lower level than 
that of wood pellets at comparable LHV: 17.2 MJ/kg for olive stones according to [52] 
against 18.2 MJ/kg as characterized by [28].  
 
As with pomace and exhausted pomace, the valorization directly at the olive mill has special 
relevance, as it eliminates the need to transport the fuel from source to sink. Olive stones 
are also a by-product of the table olive industry. 36% of all table olive industries perform 
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de-stoning of the olives. These stones are usually sold to olive oil mills for their further 
valorization [53]. 
 
Pyrolysis has been thoroughly studied, including the research of the effect of different 
parameters (i.e. temperature, heating rate, particle size, gas flow rate, etc.). Zabaniotou et 
al. (2000) [30] studied the effects of temperature on the yields and composition of the main 
pyrolysis products with promising results.  Bartocci et al. (2015) has also studied the 
suitability of olive stones for pyrolysis. In this study, the high content of volatiles present in 
the base material allowed to obtain a gas yield of more than 40% by weight and the 
significant presence of methane, carbon monoxide and hydrogen gave to the produced 
pyrogas an interesting low calorific value equal to 16 MJ/kg [24]. Gasification has been also 
studied for olive stones, in Vera et al. (2011) [47] and de Caprariis et al. (2015) [54].  In 
general olive stones are, with prunings, the most interesting residues for energetic 
valorization, and the ones that have already a stablished market value. 
 
2.6.4. Leaves and twigs 
 
Callejo López et al. (2010) [53] calculated the available amount of leaves and small twigs 
collected at the mill for the  campaign of 2007/2008 in 9.934 t. According to the data in this 
study, 35% of the leaves are composted with other agricultural residues or spread on soil. 
31% is used as fodder, although as described in other works, as in Abbeddou et al. (2011) 
[55], their high lignin and total phenol content limited their digestibility in sheep.  Callejo 
López et al. (2010) also point out to energetic valorization, 10% ot the total in biomass 
power plants and 2% for heat generation at the olive mills. 5% is burned without any 
energetic valorization, and 16% has no further valorization. Despite these values, the work 
carried out for the present thesis indicates a lower overall use of olive leaves. The use 
described as „spreading on soil“ at the harvest or after pruning could very possibly account 
for a neglect in collecting the residues. 
 
It is estimated that 5-10% in weight of the whole received at the mill are leaves and small 
twigs [56] [57]. The Outlook of biomass in Andalucía, prepared yearly by the Agencia 
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Andaluza de la Energía (Andalusian Energy Agency) presents an estimation of 8% in weight  
of the total olives processed are leaves and twigs, collected at the olive mills, which would 
entail that the total available amount of olive leaves in Andalucía would be around 345.108 t 
yearly. 
 
Additionally, Velázquez Martí et al (2011) in their study about the quantification of olive tree 
biomass points out that leaves are 48% of the weight of all material pruned [58]. 
Most of the current research concerning olive leaves is focused to the extraction of valuable 
compounds such as phenolic compounds (oleuropein and hydroxytyrosol), as well as 
flavonoids with antioxidant capacity, and sugars (mannitol, oligosaccharides, etc). The 
concentration of these compounds in the leaves, depends on several factors including olive 
variety and cultivation conditions. Guinda et al. (2015) [59] reported that up to 14% of 
oleuropein (dry basis) was present in olive leaves, while hydroxytyrosol accounted for up to 
0.94–1.12% dry weight, and therefore, there has been extensive research in extraction 
methods and their optimization. 
 
Energetic valorization of olive leaves has been also studied for different technologies: 
García Maraver et al. (2015) [33] studied the quality of pellets produced from residual 
biomass from olive trees, including leaves. Their results conclude that pellets  made from 
olive leaves exceeded the values for ash, nitrogen and sulfur that the guidelines have 
established for non-industrial pellets. The system modeled by Vera et al. (2011) [47],  a CHP 
system composed of of a downdraft gasifier and EFGT fuelled by olive wastes, including 
leaves, obtained satisfactory results.  
 
2.6.5. Prunings 
 
Velázquez Martí et al. (2011) [58] carried out a study quantifying the biomass obtained from 
pruning olive trees. They found that the residual biomass from olive pruning reaches an 
average of 1.31 t/ha in trees which are pruned every year, and 3.02 t/ha in those which 
follow a biennial pruning pattern. The Agencia Andaluza de la Energía (Andalusian Energy 
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Agency) published a more conservative estimation of 2 -2.5 t/ha, without differentiating 
between annual and biannual pruning schemes. 
 
The amount of biomass produced depends on the growth experienced, climatic conditions 
and the variety of the tree. For anual pruning, the picual and manzanilla varieties showed 
the highest yields (11,851 kg/tree and 11,479 kg/tree, respectively) and the frantoio and 
grossal, the lowest (2,431 kg/tree and 1,335 kg/tree respectively). It is important to remark 
that the variety Picual is the predominant in Jaén, the centre of olive oil production in Spain.  
 
On energetic terms, García Maraver et al. (2012) [60] have quantified the biomass potential 
of olive tree residues in 803 ktoe/year, a 24% of the total biomass potential of the region. 
 
The traditional use of olive tree pruning has been using the wood for domestic heating. 
Nowadays, with the dynamization of the sector experienced with the development of pellet 
heating systems and the valorization of agricultural residues, the use of prunings is 
becoming again  more popular, even though currently only 20% of the total produced is 
valorized [13].  There is as well a great difference between different geographical areas, and 
there are districts where the valorization rate is negligible. There is interest in developing 
adequate machinery to facilitate harvesting this biomass, as described in Spinelly and Pichi 
(2010) [61]. Other common uses of prunings are as mulch [16], or it is directly piled up in the 
field and burned. 
 
Other energetic valorization pathways have been extensively researched, due to the low 
moisture content and amount of available systemss for the valorization of wood.  The 
potential of olive prunings for energy purposes have been studied by López et al. (2010) 
[62], García Maraver et al. (2012) [60] and  Rosúa and Pasadas (2012) [63].  Prunings are 
often mentioned as an ingredient of mixtures for pellets, together with pomace. This allows 
the pellets produced to comply with the standard requirements in terms of mechanical 
durability and nitrogen and copper content [64]. Amirante et al (2016) studied the 
performance of pre-dried olive tree pruning residues directly used as solid fuel in a tri-
generative power plant of about 280 kWe. This study considers of a biomass combustor, a 
co-generative ORC  system and an absorption chiller, which ensures chilled water in the 
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summer. Lanfranchi et al (2016) have described large economic and environmental benefits 
from the valorization of different by-product os the olive oil process, including pruning, for 
the Valdemone DOP [65]. With regard to gasification, detailed studies of the potential of 
olive prunings can be found in Vera et al. (2011) [47] and Vera et al (2014) [9]. 
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Chapter 3. Biomass valorization technologies 
The EU's Renewable energy directive sets a binding target of 20% final energy 
consumption from renewable sources by 2020. To achieve this, EU countries have 
committed to reaching their own national renewables targets ranging from 10% in Malta to 
49% in Sweden. They are also each required to have at least 10% of their transport fuels 
come from renewable sources by 2020. 
 
All EU countries have adopted national renewable energy action plans showing what 
actions they intend to take to meet their renewables targets. These plans include sectorial 
targets for electricity, heating and cooling, and transport; planned policy measures; the 
different mix of renewables technologies they expect to employ; and the planned use of 
cooperation mechanisms. 
 
After a rapid expansion in the past decade, renewables contributed 27.5 % of total gross 
electricity generation in 2014, compared with 14.4 % in 2004 [66]. Hydropower remained 
the largest source, but was declining in relative weight as wind, solar and biogas were 
developing rapidly. 
Moreover, renewable energy provided 17.7 % of Europe’s energy for heating and cooling in 
2014, up from 10.2 % in 2004 [66]. Solid biofuels delivered the largest share of the total 
renewable share, followed by minor contributions from biogas, solar thermal, and ambient 
heat captured by heat pumps [66]. 
 
In this line, there have been legislative efforts to tackle the need to understand certain 
streams as feedstocks, and not only residues: the Biomass: Directive 2009/28/EC of the 
European Parliament and of the Council of 23 April 2009 on the promotion of the use of 
energy from renewable sources defines biomass as: ‘biomass’ means the biodegradable 
fraction of products, waste and residues from biological origin from agriculture (including 
vegetal and animal substances), forestry and related industries including fisheries and 
aquaculture, as well as the biodegradable fraction of industrial and municipal waste;  
 
This has allowed the further technial development of the renewable energy sector and, the 
main focus of the present thesis, of the biomass sector in particular. 
  Gasification applied to the valorization of olive grove and olive mill residues 
 
 46 
 
Fig.  9 Share of renewable energy in GFEC, by country, 2005 and 2014. [66] 
 
The technologies used for this kind of renewable energy sources are experiencing a period 
of great development. Research is focused on increasing the energetic performance of the 
systems (boilers, reactors, motors, power plants, etc), minimizing the negative 
environmental impacts of the valorized residues and from the technologies, to increase the 
market competitiveness of the products and to allow new uses of high interest through 
preliminary treatments, such as biofuels. Therefore, energy can be obtained from biomass 
through the processes that will be described in the next sections: 
 
3.1. Direct combustion 
 
Direct combustion of biomass or incineration has been the method most used by man to 
generate heat. It is an exothermic oxidation reaction with air at temperatures close to 1000 ° 
C, and provided that the moisture content is less than 40% [67]. The LHV of residual 
biomass can range from 7,000 to 20.000 kJ / kg. The chemical reaction that represents the 
direct combustion of any biomass with air as oxidizing agent can be expressed generally as: 
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 Eq. 5 
a, b, c… represent the number of atoms which conform the biomass’ chemical formula 
(which can be obtained through its elemental or ultimate analysis). n1, n2,…n15 are the 
kmols/s of moisture content of biomass (n1),  air (n2) and combustion products (n3, n4,…, n15), 
respectively. The biomass ash content (Ash) depends of its nature. However, ash is usually 
made of the alkali elements, such as K, Ca, Mg, Na, Fe, Si and Al among others.  
 
3.2. Pyrolysis 
 
Pyrolysis is a thermochemical process which consists in heating the biomass in a rector at 
temperatures between 380-530°C in the absence of oxygen [67,68] thus, the constituents 
are transformed into a solid fraction consisting of carbon (coke), a liquid fraction (tars, 
aldehydes acids, ketones, water, alcohols and phenolic compounds) and another gas 
(primarily CO, CO2, CH4, H2, C2H6, C2H4, C6H6, C2H2, H2O). The pyrolysis products are 
dependent on temperature, heat ratio, particle size and biomass residence time in the 
reactor [67,69]. The products obtained in the pyrolysis of biomass and its possible 
applications are represented in the following block diagram: 
1 2 2 2 2
3 2 4 2 5 2 6 2 7 8 4 9 10 2 11 2
12 13 15
( 3,76 )
_
a b c d e fCH O N S Cl Ash n H O n O N
n CO n H O n O n N n CO n CH n NO n NO n SO
n HCl n Ash n C Thermal Energy
   
        
  
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Fig.  10 Products of pyrolysis of biomass. 
 
Table 6 compares the heating value (LHV) of gas from pyrolysis with other types of fuel, [19]. 
 
Fuel Petroleum 
coke 
Bituminous coal Wood Bio-oil Pyrolysis gas 
LHV(MJ/kg) 29-30 25-27 16-20 13-18 11-20 
Table 6 LHV of different kids of fuel [19] 
 
3.3. Gasification 
 
Gasification is a complex thermochemical process consisting of a set of chemical reactions 
that occur within a bed (stationary or mobile as will be discussed), and which results in an 
incomplete combustion of the biomass, [70]. The lean gas1 obtained contains CO, H2, N2, 
                                                     
1 Lean gas, syngas or fuel gas refers to the gaseous product of low calorific obtained by the gasification of 
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and CH4 among others, has a heating value of 4-10MJ / m3 which depends mainly on the 
type of gasification, biomass and / or gasifícation agent, [68,70]. Gasification is an 
intermediate step between pyrolysis and combustion. It is a two-step, endothermic process. 
During the first step the volatile components of the fuel are vaporized at temperatures 
below 600°C by a set of complex reactions. No oxygen is needed in this phase of the 
process. 
 
Hydrocarbon gases, hydrogen, carbon monoxide, carbon dioxide, tar and water vapour are 
included in the volatile vapours. Char (fixed carbon) and ash are the by-products of the 
process which are not vaporized. In the second step, char is gasified through the reactions 
with oxygen, steam and hydrogen. Some of the unburned char is combusted to release the 
heat needed for the endothermic gasification reactions. 
 
Main gasification products are gas, char, and tars. Gasification products, their composition 
and amount are strongly influenced by gasification agent, temperature, pressure, heating 
rate and fuel characteristics (composition, water content, granulometry). Gaseous products 
formed during the gasification may be further used for heating or electricity production. The 
main gas components are CO, CO2, H2O, H2, CH4 and other hydrocarbons.  
3.3.1. Gasifier types 
Gasification can be classified according to the following criteria: 
 
                                                                                                                                                                     
biomass. 
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a) Considering the gasifying agent: 
 Air 
 Oxygen 
 Water vapor 
 Carbon dioxide 
b) Form of heat supply 
 Direct 
 
 Indirect 
c) Type of reactor 
  Moving bed or fixed bed gasifiers 
 Fluidized bed gasifiers 
 Entrained flow gasifiers 
 
 
The stages of the gasification process, chemical reactions and temperature are intimately 
linked to the type of reactor used. Mainly, the gasifiers are classified according to the mode 
of contact between the gas-solid medium (bed) and the gasifying agent.  In this way, we can 
classify the gasifiers into three main types: fixed or mobile bed, fluid and entrained. 
According to Fig.  11, each of them can be subdivided into other types of specific gasifiers. 
Table 8 shows a comparison of the most important operating parameters of eacht type of 
gasifier, [17], [71] . 
 
Reaction type Reaction 
Char reduction reactions 
R1 (Bouduard) C + CO2                  2CO                                (ΔH=+172 kJ/kmol) 
R2 (water-gas or steam)  C + H2O             CO + H2                                    (ΔH=+131 kJ/kmol) 
R3 (hydrogasification) C + H2                     CH4                                                 (ΔH=-74.8 kJ/kmol) 
R4 C + 0.5 O2 CO                                     (ΔH=-111 kJ/kmol) 
Oxidation reactions  
R5 C + O2 CO2                                                             (ΔH=-111 kJ/kmol) 
R6 CO + 0.5 O2  CO2                                              (ΔH=-284 kJ/kmol) 
R7 CH4 + 2O2                    CO2+2H2O       (ΔH=-803 kJ/kmol) 
R8 H2 + 0.5O2  H2O                          (ΔH=-242 kJ/kmol) 
Shift reaction  
R9 CO + H2O             CO2 + H2                  (ΔH=-41.2 kJ/kmol) 
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Metanization reactions  
R10 2CO + H2   CH4 + CO2                 (ΔH=-247 kJ/kmol)          
R11 CO + 3H2     CH4 + CO2            (ΔH=-206 kJ/kmol)          
R12 CO2 + 4H2  CH4 + 2H2O               (ΔH=-165 kJ/kmol)          
Methane reforming reactions 
R13 CH4 + H2O              CO + 3H2            (ΔH=+206 kJ/kmol)          
R14 CH4 + 0.5O2  CO + 2H2                        (ΔH=-36 kJ/kmol)          
Other reduction reactions 
R15 C + 2H2O   CO2 + 2H2                          (ΔH=+78.7 kJ/kmol)          
R16 CO + 3H2O     CH4 + H2O           (ΔH=-88 kJ/kmol)          
R17 CO2 + H2  CO + H2O                       (ΔH=+41.2 kJ/kmol)          
Table 7 Reactions during the reduction and combustion stages in the gasification process (reaction heat is 
25°C) 
 
Each type of gasifier is used in a given thermal power range output. For low thermal power 
plants (10kWt - 10MWt), fixed bed reactors are more suitable for intermediate powers 
(5MWt - 100MWt) than fluid bed gasifiers , Whereas for large installation powers (greater 
than 50MWt) the entrained type are more appropriate, [17]. Fig.  11 also shows the power 
application range of some of these reactors. 
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Fig.  11 Types of gasifiers and their power application ranges
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Parameter Fixed bed Fluidized bed Entrained bed 
Biomass particle size <51 mm < 6 mm <0.15 mm 
Tolerance to small 
particles 
Limited Good Excellent 
Tolerance to coarse 
particles 
Very good Good  Bad 
Exit temperature (°C) 450 - 650 800 – 1,000 >1,260 
Raw material Lignite and biomass 
Lignite and excellent 
for biomass 
Coal of high 
energetic value 
Oxidant 
requirements 
Low Moderate High 
Steam requirements Low-Moderate Moderate Low 
Reaction 
temperature (°C) 
1,000 – 1,100 800 – 1,000 1,800 – 2,000 
Status of the ashes Dry  Dry Wet 
Gasification 
performance 
75 - 85 80 - 85 80 - 85 
Power ranges (MW) 0.01 - 10 1 - 100 50 – 1,000 
Residence times Medium - Low High Very low 
Main inconvenients 
Use of small 
particles. Tar 
(updraft) 
C conversion Producer gas cooling 
Table 8 Comparison of the most important operating parameters of eacht type of gasifier 
 
 Fixed bed gasifiers 
 
In fixed bed gasifiers, the fuel is introduced through the top of the reactor. The height at 
which the gasifying agent is injected is different. It also receives the name of „moving bed 
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gasifier“ since the fuel (biomass) moves from top to bottom along the entire section of the 
reactor. Because of their simple construction, these types of reactors are designed for 
small-scale thermal powers (see Fig.  11). For this reason, there are at large a large number 
of gasification plants in operation based on fixed-bed reactors [72], [71], [73], [74]. In these 
gasifiers the fuel distribution, temperature and composition of the product gas is not 
uniform throughout the entire gasifier section. 
 
We can distinguish three types of fixed bed gasifiers (Fig.  11) updraft, downdraft and 
crossdraft. In Table 9 the characteristics of each of them for wood as input fuel are 
summarized, [17], [70], [71]. 
 
 
Parameter (wood) Updraft Downdraft Crossdraft 
Max. admissible moisture (%) 60 25 10-20 
Max. ash content (%) 25 6 0,5 – 1,0 
Max. fusion temp. (°C) > 1,000 >1,250 - 
Average particle size (mm) 5 - 100 20 - 100 5 -20 
Application range (MWt) 2 -30 0.1 - 2 - 
Gas exit temperature (°C) 300 - 400 700 - 800 1,250 
Tars (g/Nm3) 30 - 150 0.01 - 3 0.01 – 0.1 
LHV producer gas (MJ/Nm3) 5 -6 4- 5 4 – 4,5 
Gasification performance (%) 85 -90 80 - 85 75 - 90 
Table 9 Charactersitics of different types of fixed bed gasifiers 
 
o Updraft gasifiers 
The first gasifiers to be designed were the updraft reactors. In them, the agent or gasifying 
medium (air, oxygen and / or water vapor) moves up (ascending), while the fuel bed moves 
downwards, i.e. the gas produced and the solids that are formed flow countercurrent. As we 
can see in Fig.  12 the producer gas exits the gasifier at the top and air enters the bottom. 
The air (gasifying agent) encounters solid particles (ash and char) that descend from the top 
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of the reactor, where the oxygen comes into contact with the char, producing exothermic 
combustion reactions R4 and R5 (Table 7). 
 
The reaction R5 consumes rapidly the available oxygen giving way (when the environment 
is poor in oxygen) to the reaction R4, releasing energy of moderate form (111 kJ / kmol). The 
hot gas formed by CO, CO2 and water vapor (which comes from the raw material or 
gasifying agent) moves towards the top of the reactor, entering the reduction zone. Here, 
the char produced from the top is gasified according to the reactions R1 and R2 (and to a 
lesser extent R3 and R15). The energy (heat) required for the formation of these 
endothermic reactions comes from the reactions R4 and R5 formed above, the temperature 
of the gases formed falls. 
 
Pyrolysis occurs above the gasification zone. The residual heat of the hot gases produced in 
the previous stage is responsible for decomposing the incoming biomass into low 
molecular weight gases, condensates (tars) and char. As the char and other solid particles 
descend, the gases originating in this zone are joined to the ascending ones formed in the 
earlier stages of reduction and combustion. After the pyrolysis, the incoming raw material is 
dried in the upper zone in contact with the ascending hot product gas. The resultant product 
gas is therefore a mixture formed by the products of the pyrolysis and those coming from 
the reduction zone. 
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Fig.  12 Gasification stages and temperatures in an updraft gasifier 
 
Updraft gasifiers are most suitable for biomass with high ash content (up to 25%) and 
humidity (up to 60%); However, they are not indicated for fuels with high volatile content. In 
these gasifiers the gasification performance achieved is very high (90%), [71]. In addition, 
they are the most suitable for direct applications of combustion of the product gas, where 
cooling or cleaning of the product gas is required. The product gas exits the reactor at a 
temperature of 400-500 ° C. 
 
o Downdraft gasifiers 
In the downdraft gasifiers the regions where the gasification stages occur differ from the 
updraft reactor. Here the gasifying agent enters a certain height of the reactor and the 
product gas exits the reactor from the bottom, i.e. it moves downwards along with the solid 
particles. As we can see in Fig.  13, the first stages of the gasification process are the drying 
and pyrolysis of the biomass. Pyrolysis products (low molecular weight gases, tars and char) 
also receive a small amount of oxygen (air) from the lower stage, causing a partial burn of 
these products (this process is called flamed, or flaming pyrolisis ), [17]. The products 
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originated up to this point (together with ashes) pass to an area rich in oxygen, producing 
the combustion stage. Here, the char reacts rapidly releasing CO2, CO and sufficient energy 
for subsequent reduction reactions. The temperature reached in this stage exceeds 1200 ° C, 
[17], [70]. This facilitates the thermal cracking2 of the tars formed in the pyrolysis step. 
 
Finally, the high temperature gases from the combustion (CO2 and CO), together with the 
remaining unreacted char and water vapor (from the biomass and / or the gasifying agent) 
go to the last stage of reduction. In this zone the temperature decreases as a result of the 
endothermic reactions that generate CO and H2. However, the outlet temperature of the 
product gas remains above 700 ° C, [17], [71]. 
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Fig.  13 Gasification stages and temperatures in a downdraft gasifier 
 
 
                                                     
2
 Thermal cracking is the decomposition of large molecules that form a compound in gases lightweight low 
molecular weight (CO2, CO, H2, CH4, ..., coke), and requires very high temperatures (> 1000 ° C) 
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Depending on the construction and design of a downdraft gasifier, we can distinguish two 
types: strangled or non-strangled (or open center), [17]. Its difference lies mainly in that the 
central zone (where the combustion stage occurs) where there is a strangulation of the 
reactor section. A reduction in the reactor section (at the height where the combustion stage 
occurs) forces all the products from the pyrolysis to pass through that zone, facilitating the 
thermal cracking of most of the tar. In Table 8 we can see the main characteristics of the 
downdraft reactors as well as the purpose and restrictions of use. 
 
o Crossdraft gasifiers 
In this type of gasifiers, the fuel is also introduced through the top of the reactor, while the 
gasifying agent (air) is injected at a high speed through the lateral zone (see Fig.  14). The 
producer gas is released from the side opposite the air injector. These types of reactors are 
designed for the gasification of coal with low ash content, [17]. The excess air near the 
injector facilitates combustion of part of the char, creating an area at very high temperature 
(> 1500ºC), [71]. 
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Fig.  14 Gasification stages and temperatures in a crossdraft gasifier. 
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The non-oxidized char is converted to CO in the next reduction step. The heat released by 
the rapid combustion of the char goes to the pyrolysis zone, thus contributing to the 
decomposition of the incoming biomass. This type of gasifiers are used for small scale units. 
In addition, due to the low production of tar (0.01 -0.1 g / Nm3) and rapid response to load 
changes, its application is very attractive in ICE small scale, [17]. Other characteristic 
features of this type of fixed bed reactor can be seen in Table 8. 
 
 Fluidized bed gasifiers 
 
A fluidized-bed gasifier is shown in Fig.  15. The bed supports the solid fuel while the 
gasifying agent moves upwardly during the complete gasification process. The result is the 
formation of whirls that favor the gas-fuel mixture. In a first phase, the fuel particles rapidly 
reach the temperature required for drying and pyrolysis, producing gas, tar and char. The 
oxygen (air) inlet at the bottom of the reactor is rapidly associated with the solid carbon 
particles suspended in the bed, the combustion reactions (R4, R5 and R8, Table 7). The heat 
released by these reactions is transferred rapidly through the entire fluid bed, the reactor 
reaches a uniform temperature. As the gas rises, the endothermic reduction reactions 
(gasification) are formed. In this type of gasifiers, the product gas is displaced from the 
bottom of the reactor to its top outlet (resembling a flow-piston system). In order to avoid 
the melting and subsequent agglomeration of ash in the reactor walls, these gasifiers 
operate in the temperature range between 800-1,000° C and at a pressure of up to 10 bar, 
[17]. 
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Fig.  15 Bubbling fluidized bed gasifier and temperatures profile. 
 
Fluid bed gasifiers have the drawback of not achieving complete conversion of the char 
particles, since many of them become part of the fluid bed and usually leave the reactor 
together with the product gas. For this reason, to improve the conversion efficiency of the 
carbon contained in the biomass, the small char particles (not gasified) leaving the reactor 
are separated in a cyclone and returned by the bottom [71]. Another important drawback is 
the poor response to charge change, ie, the biomass needs high residence times in the 
reactor. 
 
The advantage of these reactors lies in the properties of the fluid bed: Temperature, 
pressure and uniform product gas composition. They have a high flexibility in the type of 
biomass that can be used, although this must be previously ground to obtain a good 
fluidization in the bed, [75]. In addition, the production of tars is not very high (1-50 g / Nm3). 
There are two main types of fluid bed reactors: bubbling fluidized bed and circulating 
(cilculating fluidized bed). The main difference between both lies in the hydrodynamics of 
the bed, that is, the fluidization rate is much higher in the circulating fluid bed gasifiers (3.5-
5.5 m / s) than in the bubbling bed (0, 5-1.0 m / s), [17],[71]. 
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 Entrained flow gasifiers 
These gasifiers operate at high gasification temperatures (> 1400 ° C) and pressure (20-70 
bar), [17], [71]. Preferably, they are used in high-power gasification plants (> 50MWt) where 
the fuel is usually coal, petroleum coke or refinery waste. Its use is ideal with most of the 
existing coals, except those with low energy properties such as lignite, [76]. 
 
The fuel (normally sprayed) is introduced into the reactor next to the gasifying medium, 
producing the combustion reactions (R5 first and R4). When working at high pressures 
(about 70 bars), the fuel and gasifying agent are usually mixed with water, facilitating the 
feed system. In this case, a kind of mud is formed whose main drawback lies in the size of 
the reactor, i.e. large volumes are needed to evaporate the high amounts of water mixed 
with the fuel, [17]. Combustion reactions consume all the oxygen introduced, giving rise to 
the reduction reactions of char in an atmosphere rich in CO2 and H2O (mainly R1, R2 and 
R15). 
 
Entrained flow gasifiers are characterized by a low production of tars, a very short residence 
time (on the order of seconds), high temperatures and working pressures, high conversion 
performance of coal particles and very suitable for the generation of synthetic gas (high 
content in CO and H2 and low in CH4), [17]. Depending on the fuel and oxidizing agent inlet 
zone, these gasifiers can be classified into downstream reactors (the input occurs from the 
top), or from opposite flows (lateral input), [70]. 
 
3.4. Anaerobic digestion 
 
Anaerobic digestion is the biochemical conversion of organic material into combustible gas, 
which is composed mainly of methane and carbon dioxide, called biogas. By bacterial 
action, biomass is converted to biogas in an anaerobic environment (absence of oxygen). 
This process applies to all biodegradable biomass, both primary and secondary. Systems of 
this kind of are mainly classified into suspended and fixed biomass systems. The biogas can 
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be used as fuel in microturbines, combustion engines and fuel cells in order to generate 
heat and power, (Combined Heat and Power, CHP), [67,77]. 
 
 
3.5. Alcoholic fermentation 
 
It is the production of liquid fuels from vegetables. This chemical process transforms the 
carbohydrates vegetal biomass (with large sugar content) in alcohol (ethanol) by the action 
of microorganisms such as yeasts that produce enzymes which catalyze the reaction, [67]. 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  Gasification applied to the valorization of olive grove and olive mill residues 
 
 63 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Chapter 4.  Technologies applicable to the use of 
biomass 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  Gasification applied to the valorization of olive grove and olive mill residues 
 
 64 
Chapter 4.  Technologies applicable to the use of biomass 
 
Distributed Generation (DG) refers to the generation of electricity in a decentralized 
manner, i.e. geographically distributed over the area that is serviced and close to the 
consumer of energy (which often is the owner of the facility), [3,4]. This concept has gained 
great importance compared to traditional systems of electricity production in large hydro 
and thermal plants connected to the transmission grid.  
 
In the present thesis the definition of distributed generation definition proposed by 
Ackermann et al. [78] is used, in which GD is considered as a source of power generation 
connected directly to the power grid or the low-voltage grid. The definition of GD is 
therefore in terms of the location and connection to the generator system. Although this 
definition does not impose any restriction on either the technology used or the production 
capacity of the plants, in general, we can say that these plants are smaller than the core of 
traditional generation, while the maximum capacity of the generators included in GD has 
been increasing in recent years (up to 10 MW, 50 or even 100 MW). 
 
Distributed systems encompass the so-called alternative energies (for they constitute an 
alternative to conventional) or renewable (for use inexhaustible fuel), within which it is 
included therefore biomass. Among GD technologies for the processing of biomass into 
electricity and / or heat we highlight the following: 
 
 
4.1. Internal combustion machines 
 
4.1.1. Steam turbines 
 
Steam turbines are turbomachines for the production of electricity through a fluid at high 
pressure and temperature (usually water vapor). Thermal plants based on steam turbines 
develop the The most common type of biomass-fueled power plant today uses the 
conventional Rankine cycle [20]described in Figure 2.5, [79]. A steam power plant consists 
  Gasification applied to the valorization of olive grove and olive mill residues 
 
 65 
essentially of: turbine (coupled to an electrical generator), pump (normally coupled to an 
electric motor), condenser (connected to a cooling tower) and a steam generator (boiler 
large). The installation is completed by a system of storage, transportation and fuel supply, 
and other auxiliary systems. 
COOLING TOWER
TURBINE
Qf
AIR
CONDENSER
STEAM 
BOILER
We
Wb
PUMP
Qc
 
Fig.  16 Simplified diagram of a steam plant (Rankine cycle). 
The thermal energy required (Qf) for obtaining the water vapor at certain thermodynamic 
conditions is obtained in the combustion chamber. The fuel is burned by the action of an 
oxidizing agent (usually air in excess) obtaining the necessary heat energy (Equation 6, [79]). 
To date, traditional high power steam power plants (> 100 MW) use fossil fuels like coal, 
natural gas, gasoline, etc. to achieve the steam thermodynamic characteristics required. 
                                                                                                                      Eq. 6          
Where ηcc expresses the combustion efficiency (currently very efficient boilers where this 
performance can reach values of 95-98% are designed), mf the flow of fuel injected into the 
combustion chamber (kg), and PCIf  represents the lower heating value the fuel used (kJ/ kg). 
 
Currently, development and commitment worldwide to DG systems make steam turbines 
remain relegated to the background, as for power generation to small-medium scale (5 kW-
50MW, [78]) this technology is less cost effective and efficient than other technologies such 
as microturbines and gas internal combustion engines [75,80]. Besides, these latest 
( )f cc f fQ kJ m PCI
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technologies allow the development of production systems which use electricity and heat 
simultaneously (Combined Heat and Power, CHP). However, biomass is currently taking a 
very important role as a partial substitute for coal in traditional steam power plants, are so-
called co-combustion or cofiring plants, [81]. Currently, developed countries such as Norway, 
Finland, Germany and Denmark are betting heavily on the replacement of much of the coal 
consumed (arriving at some plants to 40-50%) by wood pellets. The central co-combustion 
of biomass and coal offers a number of very attractive advantages, [81,82]. 
 
 Significant reduction in emissions of gaseous pollutants (SOx, NOx), particulate 
matter and CO2: In addition to providing an opportunity to combat climate change 
help meet the Kyoto protocol [83], this type of plant offers economic advantages as 
cost reduction in CO2 emission. For example, in 2011 Spain spent about 770M € in 
the purchase of CO2 emission rights and has become the second country after Japan, 
that purchased the most more CO2 emission rights [84]. Currently the price of a 
tonne of CO2 emitted is 5.90 € [85]. 
 There are incentives from governments to generation companies and projects that 
promote the reduction of greenhouse gases. The co-combustion plants are thus 
incentivized in this regard. 
 In terms of large-scale generation, the energy efficiency of co-combustion plants is 
significantly higher than plant using the same technology centers using only 
biomass. 
 The investment required for the adaptation of old coal plants to plants co-firing with 
biomass is relatively low compared to biomass plants of the same power. According 
Splitehoff [81], capital investment in a biomass combustion plant cost is around € 
2,500-3,000/kWe of installed capacity, while adapting to a central co-combustion 
(coal-biomass) requires a capital investment of 300 €/kWe (associated to the % 
substitution of biomass). 
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4.1.2. Organic Rankine cycle (ORC) 
 
The Organic Rankine Cycle (ORC) is operationally similar to a typical Rankine cycle but uses 
an organic fluid as working medium instead of water. Basically, the ORC is composed of the 
following components: a pump, evaporator, turbine and condenser (Fig. 4a). The pump 
supplies the organic fluid to the evaporator at the working pressure (1-2 process), here the 
fluid is heated and vaporized (2’-3). The steam enters into the turbine where it is expanded 
close to the condensation pressure (3-4) and, finally, it is condensed to saturated liquid (4-
5). In order to improve the thermal efficiency, an internal heat exchanger is used to recover 
the thermal energy at the turbine outlet (point 4) and preheat the compressed organic fluid 
before the evaporator (2-2’ process). Fig. 4b shows the T-s diagram for a typical organic 
fluid with superheated conditions at the turbine inlet. 
 
Fig.  17 a) ORC plant layout; b) typical T-s diagram with internal heat exchanger and superheated conditions. 
 
The ORC thermal efficiency with an internal heat exchanger is defined as follows: 
 
𝜂𝑂𝑅𝐶 =  
𝑃𝑡−𝑃𝑝
𝑄𝑖𝑛
                         Eq. 7 
 
𝑃𝑡 =  ?̇?𝑜𝑟𝑔 (ℎ3 −  ℎ4) 𝜂𝑒−𝑚                                                                                      Eq. 8 
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𝑃𝑝 =  ?̇?𝑜𝑟𝑔 (ℎ2 −  ℎ1) 𝜂𝑒−𝑚                                                                                      Eq. 9 
 
𝑄𝑖𝑛 =  ?̇?𝑜𝑟𝑔 (ℎ3 −  ℎ2′)                                                                                           Eq. 10 
    
Where the subscript t means turbine, p: pump, org: organic, e-m: electro-mechanical. 
In ORC applications, the proper choice of the organic fluid is crucial in order to guarantee 
reliable operations and maximize the system efficiency. The fluid selection depends 
strongly on both the heat source temperature and the configuration of the ORC; also, the 
environmental aspects are very important here. There are some recommended fluids which 
have been recently used in most of the studies and/or the commercial ORC plants for high 
temperature sources as biomass combustion (>900ºC). Some of them are, toulene (Tc= 
318.6ºC), ethylbenzene (Tc= 344ºC), decane (Tc= 344.55ºC) and cyclohexane (Tc= 280.5ºC), 
[86].  
 
ORC is commonly applied for low-temperature sources as the exhaust gases of IC engines 
(< 350ºC), hot water (<140ºC) and low-temperature geothermal, [86–88]. In this case, most 
of the documented research studies include a screening of suitable working fluids based on 
different criteria such as their environmental impact and thermo-physical properties, [87]. 
On the other hand, high temperature waste heat (specifically from biomass) coupled with 
ORC is not very common and must be investigated in depth. Zhang et al., [89], carried out a 
comparative study based on various CHP systems which regard ORC as a bottoming cycle 
to recover the engine’s high temperature exhaust heat, also R123, R245fa and R600a for 
ORC system are considered to analyze the influence of working fluids.  Algieri and Morrone, 
[90], presented a comparative study of several ORC working fluids used for biomass 
applications (>900ºC), the critical conditions for pressure and temperature were assessed in 
depth for cyclohexane, decane and toluene; moreover, the authors studied the impact of a 
real application case in the Sibari district (Southern Italy). Drescher and Brüggemann, [91], 
carried out a simulation approach to choose the best working fluid applied for biomass CHP 
plants, reaching the best performance results for the family of alkylbenzenes. 
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Only a few authors have focused on the combination of biomass gasification with ORC 
technology for small-scale generation. Under this scope, Arena et al., [92], reported a 
techno-economic evaluation of a CHP plant which includes a bubbling fluidized bed reactor, 
a MILD combustor, a 400kWe ORC generator and an air pollution control system feeding 
the gasifier with solid recovered fuel. In the same way, Rentizelas et al., [93], carried out a 
techno-economic comparative study of two CHP systems: biomass combustion with ORC 
and biomass gasification with an IC engine. Finally, the investigation of the theoretical 
performance of a distributed generation plant made up of a gasifier, internal combustion 
engine and ORC machine as a bottoming unit was studied by Kalina in [94]. The aim of this 
study was to maximize de electricity production from biomass in the case where there is no 
heat required.  
 
Currently EFGTs and Stirling engines are not technologies developed at industrial scale and 
most of the works presented in the literature focus on small CHP prototypes supported by 
specific R&D programs or funding by their local Governments, [95–98]. In contrast, ORC 
systems are a growing technology, and more than one hundred ORC plants are now 
operating to generate electricity and heat commercially, [99]. Also, ORC systems have been 
applied to diverse fields including industrial waste heat, solar thermal power, geothermal 
heat, biomass combustion heat, and engine exhaust gases among others, [100]. ORC 
manufacturers such as ORMAT, Turboden, BNI, Adoratec, UTC, and Electratherm have been 
present on the market since the beginning of the 1980s. For example, in Europe, more than 
120 ORC plants are in commercial operation, with sizes ranging from 0.2 to 2.5MW using 
biomass combustion heat, [100]. 
 
ORC technology is commonly applied for low-temperature sources as the exhaust gases of 
IC engines (< 350ºC), hot water (<140ºC) and low-temperature geothermal, [86–88]. In this 
case, most of the documented research studies include a screening of suitable working 
fluids based on different criteria such as their environmental impact and thermo-physical 
properties, [87]. On the other hand, high temperature waste heat (specifically from biomass) 
coupled with ORC is not very common and must be investigated in depth. Zhang et al., [89], 
carried out a comparative study based on various CHP systems which regard ORC as a 
bottoming cycle to recover the engine’s high temperature exhaust heat, also R123, R245fa 
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and R600a for ORC system are considered to analyze the influence of working fluids.  
Algieri and Morrone, [90], presented a comparative study of several ORC working fluids 
used for biomass applications (>900ºC), the critical conditions for pressure and temperature 
were assessed in depth for cyclohexane, decane and toluene; moreover, the authors studied 
the impact of a real application case in the Sibari district (Southern Italy). Drescher and 
Brüggemann, [91], carried out a simulation approach to choose the best working fluid 
applied for biomass CHP plants, reaching the best performance results for the family of 
alkylbenzenes. 
 
Only a few authors have focused on the combination of biomass gasification with ORC 
technology for small-scale generation. Under this scope, Arena et al., [92], reported a 
techno-economic evaluation of a CHP plant which includes a bubbling fluidized bed reactor, 
a MILD combustor, a 400 kWe ORC generator and an air pollution control system feeding 
the gasifier with solid recovered fuel. In the same way, Rentizelas et al., [93], carried out a 
techno-economic comparative study of two CHP systems: biomass combustion with ORC 
and biomass gasification with an IC engine. Finally, the investigation of the theoretical 
performance of a distributed generation plant made up of a gasifier, internal combustion 
engine and ORC machine as a bottoming unit was studied by Kalina in [94]. The aim of this 
study was to maximize de electricity production from biomass in the case where there is no 
heat required.  
 
4.1.3. Internal Combustion Engines 
 
A combustion engine is a type of machine that obtains mechanical energy directly from 
chemical energy of a fuel that burns inside (or outside) of a combustion chamber, the main 
part of the engine. Depending on the location of the combustion chamber they can be 
classified into two types: internal combustion engines (Otto and Diesel) and external 
combustion (Stirling), which will be discussed in  4.2. 
 
The internal combustion engine (ICE) is the most widely used technology for use as power 
supply in case of emergency, and although the power range that this technology can be 
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used is very wide, it is more common use as equipment for generation below 1MW. There 
are two types of internal combustion engines: diesel engines (using mainly diesel fuel, but 
which can work from other products derived from biomass such as biodiesel) and gas 
engines or spark ignition (fueled with natural gas, biogas or gasified biomass). Generally, 
the efficiency of diesel engines is greater than the gas engines (which develop an Otto 
cycle). Most internal combustion engines used for power generation (also called stationary 
engines) are four-stroke engines [101]. 
 
Currently, there are numerous applications where biomass by ICEs can be utilized in 
electrical systems, thermal generation and transportation: 
 
 The lean gas or synthesis gas from gasification of biomass can be used in gas 
engines for use in systems DG, [72,102].  Fig.  18 shows a gasification plant installed in 
Ubeda (Spain) result of the European-Funded Project RESOLIVE [26]. This plant has 
an ICE which is fed with synthesis gas from the gasification of residues from the olive 
industry (unsing olive stones and olive prunings). The plant is capable of generating 
70kWe and 150kWt.  
 
Fig.  18 Gasification plant (left) with a gas motor Cummins ® G855G  (right), operated with syngas from the 
gasification of biomass.  
 
 There are also numerous applications where the biogas from the anaerobic digestion 
of waste from farms, landfills and sewage treatment plants is burned at an ICE for 
the generation of in-situ electrical and thermal energy, [103]. In Figure 2.7 we can see 
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a biogas plant from the anaerobic digestion of manure in Styria, Austria. This plant 
has an ICE which is capable of generating 500kWe and around 600kWt, [104]. 
 
 
Fig.  19  Biogas plant using anaerobic digestion of manure (left) with a Jenbacher® gas motor (right). 
 Nowadays, biodiesel from rapeseed and palm oil are used in ICEs. These biofuels 
reduce polluting emissions maintaining efficiency of a conventional diesel engine. 
 In some countries the bio-alcohol or ethanol, derived from the alcoholic fermentation 
of biomass has been used for some years as a partial or total substitute for gasoline 
in an ICE Otto cycle, known generically as gasohol. Otto engines require minor 
modifications to use ethanol instead of gasoline or ethanol / gasoline blends. The 
bio-alcohol can even be mixed with diesel for diesel cycle engines. 
The cost of generation units based on ICEs is the lowest among the DG technologies, but 
the costs of operation and maintenance are among the highest. Among the main 
disadvantages of using ICEs are: 
 The maintenance cost, highest among GD technologies due to the large number of 
moving parts. 
 NOx emissions are highest among GD technology, although it is true that the use of 
natural gas, biogas or gasified biomass as fuel reduces these emissions. 
 The noise produced is low frequency and therefore, more difficult to control than 
other technologies; However there are mechanisms to achieve the attenuation of this 
noise. 
Some of the features that make this technology attractive are: 
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 The initial investment required is the lowest of DG technologies. 
 The efficiency obtained is good (from 28% to 42% of PCI). 
 Cogeneration is possible recovering heat in the exhaust gases (the temperature of 
the gases resulting in combustion can be more than 400 ° C). 
 Modularity is excellent and it allows serving with this technology loads ranging from 
kW to MW. 
4.1.4. Gas turbines 
 
A gas turbine (GT) is a type of heat engine that extracts energy from a flow of gases from 
the ignition of compressed air and a liquid or gaseous fuel (typically natural gas). Gas 
turbines usually operate on the principle of the Brayton cycle, [80,101]. According to the 
scheme of Fig.  20, fresh air at ambient conditions is introduced into the compressor where 
its temperature and pressure rise. The high pressure air continues towards the combustion 
chamber where it is mixed with fuel and combusted at constant pressure. Later,  the high 
temperature gases which are entering the turbine, where they expand to atmospheric 
pressure, producing mechanical work. Engines in gas turbines, the temperature of the 
exhaust gases exiting turbine usually quite higher than the temperature of the air leaving 
the compressor. Therefore, the high pressure air leaving the compressor can be heated by 
transferring heat from hot exhaust gases in a counterflow heat exchanger, which is also 
known as a regenerator or recuperator. If the exhaust gases leaving the turbine are 
exhausted out (not recirculated), the cycle is classified as an open cycle. 
 
Traditional gas turbines are characterized by generating electrical power on a large scale (in 
the order of hundreds of MW) it is also very common their use in combined cycle (gas 
turbines and steam). In this thesis, GD applicable to technologies will be studied, which can 
be used with biomass fuel, more specifically waste from the olive industry. Within the broad 
field of development of gas turbines, we will focus on gas microturbines (MTs) and 
externally-fired gas turbines (EFGT). 
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4.1.5. Microturbines 
 
MTs are a type of turbines that have passed the stage of experimental prototype to become 
an alternative for the generation of electrical energy on a small scale. Current technology 
trends for small MTs in the range of 30-200 kW can allow building a large number of them 
in series and not on demand as in the higher power. The designs combine the reliability of 
gas turbines in the aviation industry with the low cost of automotive turbines. 
Basically, a MT comprises of a simple stage radial compressor and turbine and a 
recuperator which allows using the heat of exhaust gas in the turbine outlet (see Fig.  20). 
Part of the great success of microturbines is due to advances in the field of electronics, 
which have allowed MTs operate unattended and to can be connected to the commercial 
power network. Power electronics is used to convert the unregulated supply power to a 
useful form, preventing the alternator having to be synchronized with the grid. In addition, 
the DSP (Digital Signal Processing) technology allows controlling efficiently not only the 
power electronics but the system as a whole. The design and manufacture of the 
recuperator is complex because these elements have to be able to work under high 
pressure and subjected to considerable temperature gradients. 
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Fig.  20 General scheme of a gas microturbine for distributed generation. 
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The main features of this technology include the following [80,105]: 
 The most distinctive feature of microturbine technology over other technologies 
based on  gas turbines is the high speed rotation of the turbine. The turbine rotates 
up to 120,000 rpm and generator to 40,000 rpm. 
 The MTs can use low combustion temperatures which allows for low NOx emissions. 
They also have a small weight and reduced dimensions which facilitate their 
installation.  
 Low levels of noise emissions (70 dB at 1 meter away). 
 The investment cost is not too high and the maintenance cost is lower than other 
technologies because they require very few moving parts (sometimes only the axis). 
fixed costs of € 800-1300 / kWe are estimated [80,106]. 
 The generating units available, allow to achieve power range 25-200 kW and can be 
easily combined to generate greater power. 
 The efficiencies achieved in DG systems using microturbines typically vary from 25% 
to 40%. In cogeneration systems efficiencies above 50% are possible, and even 
reaching efficiencies of 60-70% in hybrid systems (e.g. fuel cell), [107,108]. 
 Fuel flexibility: they can use natural gas, diesel, ethanol and biogas. 
 
MTs represent a relatively new technology and in development. It is the topic of numerous 
research, especially in the use of renewable energies such as biomass,[109–111]. Currently, 
there are different microturbines manufacturers such as Capstone®, Honeywell®, Elliot®, 
Turbec®, etc. For example, Turbec® markets their model T100 microturbine consisting of a 
single microturbine shaft with operating pressure to 3.5 bar, an air mass flow of 0,75kg / s, 
at a turbine inlet temperature of 950°C and generates 100kWe, [112]. 
 
This model achieves an electrical efficiency of 30% using natural gas at ISO conditions. The 
T100 model includes a system of waste heat recovery from the exhaust gases to produce 
domestic hot water (DHW). 
 
4.2. External combustion machines 
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4.2.1. Externally-fired gas turbines 
 
As in Stirling engines, externally-fired gas turbines (EFGT) are characterized in that the 
ignition of the fuel is located on the outside of the gas turbine, i.e., it is done in an external 
combustion chamber at constant pressure. The operating principle of a EFGT is described in 
Fig.  21 [112]. The solid fuel (biomass) fed to an external combustion chamber with hot air 
from the turbine outlet. Combustion gases arising are introduced to a heat exchanger high 
efficiency and raising the temperature of the air from the compressor to the inlet 
temperature of the turbine. The cooled flue gases can be used for waste heat recovery 
system (for example, ACS systems). The control valve fulfils the task of introducing the 
amount of combustion air required required by the external combustion chamber. 
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Fig.  21 Basic scheme of an externally fired gas turbine fueled with solid biomass. 
 
Today, this type of technology is experiencing strong growth and development, as it offers 
a number of advantages to take into account with respect to conventional MTs (internal 
combustion), [112–114]: 
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 Allows the direct use of solid biomass as fuel without being transformed into biogas 
or syngas. Conventional MTs require liquid or gaseous fuel introduced into the 
system at the pressure governing the combustion chamber. This causes an additional 
power consumption for the compression of said fuel. With EFGT this does not entail a 
critical problem because the available external combustion chamber can use all types 
of fuels (including solid such as biomass). 
 The use of gaseous fuels of low or medium energy density (syngas or biogas) 
requires the modification of the injectors of the combustion chamber of existing MTs, 
as they are designed initially for natural gas. This entails spending on research and 
development for current major manufacturers and thus represents an obstacle in its 
development applied to the use of biomass. Currently, Capstone® sells some 
microturbine models (internal combustion) operating with biogas from anaerobic 
digestion, called CR (Capstone Renewable), manufactured in modules from 30kW to 
1MW of electrical power, [115]. Conversely, there is no manufacturer who produces 
MTs using with the syngas from biomass gasification. 
 In EFGT the fluid flowing through the expansion turbine is simply air (at high pressure 
and temperature), this causes the blades are not being subject to the possible effects 
of corrosion and wear as in the case of conventional MTs. In the case of MTs using 
biogas, a very important aspect is the content of H2S, because if the cleaning phase 
of biogas is not optimal, the turbine blades may be exposed to corrosion, therefore 
decreasing their useful life. 
 
The main drawback of this type of technology is the high efficiency heat exchanger. The 
maximum allowable working temperature for this system is at around 100-150ºC above the 
air inlet temperature to the turbine, [34,112]. In addition, the low heat transfer coefficients of 
air and flue gas entails manufacturing heat exchangers of a considerable size (necessary to 
increase the exchange surface), which make this tehnology more expensive. In the long run, 
EFGT could experience a leap in their development, especially with the development of 
ceramic materials, capable of withstanding operating temperatures 1200-1300ºC. 
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4.2.2. Stirling engines 
In an external combustion engine, fuel ignition it is located on the outside (outside the 
cylinders) and is carried out at constant pressure [101]. When the working fluid of these 
engines is air, H2 or He, it performs the cycle known as  Stirling (in honor of its discoverer 
Robert Stirling (1816)). Heat transmission from the external combustion chamber is 
transferred to the working fluid through a regenerator (high efficiency heat exchanger). This 
type of engine has superior performance to internal combustion engine (Otto or diesel), 
[101]. 
 
Nowadays due to their low noise emmissions, Stirling engines are mainly used in 
submarines and yachts as auxiliary power generators. However, there is a broad field of 
research associated with the use of these motors and their application in solar 
concentrators [116] and in systems of electric and thermal generation (CHP) biomass 
[117,118]. Fig.  22 shows the layout of a power plant and 200 kWt 75kWe using a Stirling 
engine 8-cylinder and is fueled with wood chips. The plant was built in 2005 in Austria and 
has an electrical efficiency of 27% and an overall efficiency (CHP) of more than 85% [119]. 
 
 
 
Fig.  22 Scheme of a power plant based on a Stirling engine and fueled with biomass (Upper Austria, Austria). 
The most important advantages of the Stirling engine are as follows: 
 
 The working fluid in the Stirling engine (air, He or H2) are never released to the 
outside, so there are no intake valves or exhaust, or gases under high pressure or 
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explosions inside the cylinders as in the ICE . This is the reason that Stirling engines 
are so quiet. 
 Application in small-scale systems (DG) and in cogeneration plants (CHP). In 
addition, Stirling engines have higher yields to achieving high cogeneration yields 
MCI [101]. 
 The Stirling cycle uses an external heat source, which can vary from fossil fuels to 
solar energy and biomass. Combustion does not occur inside the cylinders. 
 
Among the main and most important disadvantages of this technology we include its high 
investment cost (€ / kWe). Stirling engines are under extensive research, so it is still early 
for their commercialization and large-scale application. Currently, the only power plants 
based on Stirling engines are based on pilot plant results of research projects funded by 
different means, [119]. 
 
4.3. Fuel cells 
 
Fuel cells (FCs) are based on the use of electrochemical conversion devices similar to 
energy batteries, but which differ from these in that are designed to allow continuous 
replenishment of the reactants consumed. A single device (sometimes called cell or fuel 
cell) allows a voltage of approximately 1.2 V. To obtain higher voltages, several cells are 
connected in series forming a fuel cell stack, typically more than 45 cells are used to form 
the stack. In addition, part of the heat produced can be used, which makes this an 
interesting technology for cogeneration applications (CHP). 
The basic unit consists of three main elements [75]: 
 
 The anode to which fuel is supplied. 
 The cathode where the oxidant element is supplied (usually air). 
 The electrolyte that allows the ion flux (but not of electrons and reactants) from 
anode to cathode. 
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The net chemical reaction is identical to the one that would de obtained if the fuel would 
burn, but due to the spatial separation between the reactants, the electrochemical cell 
conducts electron current that flows spontaneously from the reducing element (fuel) to the 
oxidant (oxygen) for its use in an external circuit. That is, in a fuel cell an electrochemical 
direct fuel conversion occurs avoiding intermediate transformations that occur in common 
conversion devices (chemical → mechanical → electrical), this is the main reason for the 
high efficiency of this type of device. 
 
Any substance susceptible to chemical oxidation and continuous supply can be used as fuel. 
Probably the most interesting fuel cell system is based on the oxidation of hydrogen to 
form water vapor as the sole product. The hydrogen used as fuel has a high reactivity in the 
presence of suitable catalysts, and can achieve a high energy density. However, hydrogen 
does not occur in nature freely and energy is needed to extract it from water (electrolysis), 
from hydrocarbons or from biomass. Some methods for obtaining hydrogen include 
reforming 3  the methane, the partial oxidation of fossil fuels, water electrolysis, 
decomposition of methanol or ethanol, and from biomass by thermochemical processes 
such as gasification, alcoholic fermentation or anaerobic digestion. 
 
 
Table 10 shows a summary of the above technologies, [80,120], [121–125].We have studied 
all the technologies applicable to DG that can be used as biomass fuel or derived from it 
(biogas, syngas). As it can be gleaned from the table, ICEs offer some of the best 
possibilities in the use of biomass for electricity and heat generation. Although its 
performance is not the highest and operating costs and maintenance are the highest, it 
offers many advantages over other technologies lesser degree of R&D. ORC shows also 
promising properties at a higher investment cost, despite a  lag in its development, which is 
the problem shared by other technologies. 
 
                                                     
3
 Catalytic reforming is a process by which hydrogen (H2) is obtained from gaseous hydrocarbons, whose main 
component is methane (CH4). The reformed consists basically in separating carbon from hydrogen. 
  Gasification applied to the valorization of olive grove and olive mill residues 
 
 81 
Tech. Family Technology 
D
is
tr
. G
en
er
at
io
n 
C
H
P 
U
se
 o
f b
io
m
as
s 
D
ev
el
op
m
en
t Typical 
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(MW) 
Investment 
cost 
(€/kW) 
Electric 
efficiency 
CHP 
efficiency 
Rankine 
Steam 
    
> 1 6.00-1.000 22-37 - 
ORC 
 
  
  
0,1-2 1.500-2.000 18-24 65-75 
Combustion 
engines 
ICE 
    
0,05-20 300-600 25-45 50-55 
Stirling 
    
0,05-0,1 1.000-1.500 29-40 65-75 
Gas 
turbines 
Microturbines 
    
0,025-0,3 600-900 28-33 50-58 
EFGT 
    
0,01-0,2 2.000-4.000 20-30 50-60 
Table 10 Summary of technologies reviewed for distributed generation (DG). Costs, efficiencies and ranges 
 
From all the by-products of the olive oil industry, olive tree leaves and prunings have the 
most straightforward path to valorisation.  In the present thesis the performances of four 
different technologies are studied and compared:  an externally fired gas turbine and 
gasifier-gas turbine system, a downdraft gasifier and a gas engine, and an updraft gasifier 
and ORC system. 
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Chapter 5: Comparison between externally fired gas 
turbine and gasifier-gas turbine system for the olive oil 
industry 
 
The performace of two CHP systems is evaluated: a fixed bed biomass gasifier with a 
conventional gas turbine (FBG-GT) and a biomass combustor with an externally fired gas 
turbine (EFGT).  Both systems are capable of producing 30kWe and domestic hot water 
(DHW). The following pages will explain the system and work performed. 
 
5.1. Gasifier and conventional gas turbine   
 
The gasifier modeled is a FBG (fixed bed type), downdraft, stratified and with an open top. 
These gasifiers can handle biomass with moisture contents lower than 20% and they 
operate at atmospheric pressure wit ha reaction temperature around 800-900 °C ( [126], 
[127]). The proposed system consists of a fixed bed reactor (downdraft), gas cooling and 
cleaning section where ash, dust, tar and inorganic impurities are removed from the product 
gas, and a microturbine using the clean gas (Fig.  23).  
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Fig.  23 Cycle-Tempo gasifier-gas turbine system (FBG-GT).
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The gas cleaning takes place at temperatures above tar dew point [128]. Previously, the 
clean gas must be compressed at combustion chamber pressure (internally fired gas 
turbine) in order to produce electrical power (30 kWe). Turbine exhaust is used to produce 
sanitary hot water (SHW) at 45 °C (about 60kWth). The model and simulation of the biomass 
power plant have been performed with Cycle-Tempo software. This program employs a 
Gibbs free energy minimization based routine. The procedure is use for equilibrium 
calculations in the gasifier model and combustor model. Details of these models are 
available in the Cycle-Tempo manual [129] and in other similar works such as Aravind et al. 
[130], Toonssen et al. [131], Carlos R. Altafini et al. [132] and Colonna and Gabrielli [133]. The 
assumptions used in the simulations are:  
 The CHP system is operating in steady state.  
 Environment and reference state at T0 ¼ 298 K and P0 ¼ 1.013 bar. 
 It is assumed that residence time is sufficient to achieve the gasifier equilibrium 
mode.  
 Ashes are mainly composed of SiO2, Al2O3 and Fe2O3.  
 The product gas is at the gasifier temperature (800 °C).  
 It is assumed a 5% of unconverted carbon (char) [132,134].  
 According to De Souza-Santos [135], it is assumed external gasifier losses around 
2% of the thermal fuel input.  
This CHP system comprises the following subsystems:  
 
5.1.1. Gasifier subsystem (blocks: 2, 3, 10 and 18)   
The air blown fixed bed type (down-draft) gasifier is operating at atmospheric pressure and 
800 °C temperature. The gasifier reaction temperature is adjusted by specifying the air 
(oxidant)/ biomass ratio, xOF. It should be noted that the preheating of gasifier inlet air up-to 
275-300 °C (using waste heat of gas cooling subsystem) increases gasification efficiency 
around 3-4%. Gasification efficiency is calculated according to eq. 11, [123,136]. 
 
𝜂𝑔𝑎𝑠𝑖𝑓 =
𝑚𝑝.𝑔𝑎𝑠𝐿𝐻𝑉𝑝.𝑔𝑎𝑠
𝑚𝑏𝑖𝑜𝑚𝑎𝑠𝑠𝐿𝐻𝑉𝑏𝑖𝑜𝑚𝑎𝑠𝑠
                                                                                                                            Eq. 11 
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5.1.2. Gas cleaning and cooling  
Purification of product gas is very important for all applications, except for direct 
combustion after the gasifier. In general, in the gas cleaning-cooling subsystem can be 
identified the following gas treatment steps (Fig.  23). 
 
1. Product gas cooler: gasifier exit temperature (800-850 °C) is cooled up to 400-
450°C through several heat exchangers (blocks 18 and 42). Noticed that this stage 
shall exchange heat between two gases, which are very hot. This requires a lot of 
surface and costly materials.  
2. Particle and dust removal: cyclone and filter (block 26).  
3. Organic impurities (block: 12, 14 and 28). Tar removal is most important and, in this 
paper, it is proposed an OLGAtar removal system [128]. OLGA operates above the 
water dew point, but decreases the tar dew point to a level under the lowest process 
temperature; thereby, tar and water are not mixed.  
4. Water steam removal of product gas by water condenser (70-90 °C to 35°C, block 
30). 
5. Removal of inorganic impurities (NH3, HCl, H2S, etc.) by scrubber technology (blocks 
13 and 19).  
5.1.3. CHP subsystem: microturbine 
The Brayton cycle has been also modeled with the aid of Cycle-Tempo software [137]. The 
basic structure of a real microturbine consisting of an air compressor, recuperator, 
combustion chamber and expansion turbine (in Fig.  23, blocks no. 16, 21, 4 and 17 
respectively). A fuel booster compressor (block 15 in Fig.  23) brings the clean product gas at 
the combustor operating pressure. An ambient air stream is used for combusting the 
product gas fuel and in the first step it is compressed to a pressure of 3.8 bar [138]. The high 
pressure air proceeds into the combustion chamber, where the fuel is combusted at 
constant pressure. The resulting high-temperature gases then enter to the turbine, where 
they expand to the atmospheric pressure while producing power (30 kWe). Values for 
important parameters used in the system calculations are given in Table 11 [115,130,138]. In 
  Gasification applied to the valorization of olive grove and olive mill residues 
 
 87 
this thesis, turbine exhaust heat has been used to obtain a water flow of 35 l/min at 45 °C 
(about 60kWth of DHW.  
 
Table 11 summarizes the values of important parameters used in the system calculations. 
 
Performance characteristics Value 
Nominal electrical power (kW) 30 
Isentropic efficiency for gas turbine (%) 80 
Isentropic efficiency for gas turbine compressor (%) 78 
Mechanical efficiency for gas turbine (%) 97 
Mechanical efficiency for gas turbine compressor (%) 97 
Isentropic efficiency for other compressors, blowers and 
pump (%) 
76 
Mechanical efficiency for other compressors, blowers 
and pump (%) 
95 
Turbine exhaust temperature (°C) 275-285 
Turbine inlet temperature (°C) 830 
Generator efficiency (%) 90 
ac/dc/ac conversion efficiency (%) 97 
Table 11 Microturbine system: typical performace parameters 
 
 
5.2. Gasifier and externally fired gas turbine (EFGT) power 
plant 
 
The externally fired gas turbine (EFGT) is different from the directly fired gas turbine in that 
the combustion process takes place outside the working fluid circuit. This has the following 
implications: 
 The combustion process takes place at atmospheric pressure.  
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 A high temperature (and efficiency) heat exchanger (HTHE) is required to transfer 
heat to the gas turbine working fluid.  
 Clean air is expanded through the turbine. 
 The EFGT may be realized either with solid, liquid or gaseous biofuels.  
 The cycle can employ dirty and low cost fuels.  
The use of product gas in conventional gas turbine can involve several problems [113,139]:  
 Gas turbines are sensitive machines that require extremely clean gas to avoid 
damage in the turbine blades (erosion, incrustation and corrosion) and blockage of 
filters and fuel injectors. This requires installation of expensive gas clean up system, 
consisting of scrubbers, ceramic filters, cyclones etc., at the gasifier outlet (Fig.  23).  
 In the FBG-GT described in Fig.  23, the producer gas must be compressed to the 
operational conditions of the internal combustion chamber. Thus, the system 
requires installation of a gas compressor and an additional electric consumption. 
This decreases the electric and overall efficiency of the gasification plant. 
 The low calorific value of the gas produced necessitates a high fuel flow. It calls for a 
design modification in the combustor and the turbine inlet guide vanes.  
 
Most of the components of the EFGT are standard parts. The only new items are the HTHE 
and the combustor for alternative fuels. The biomass is directly burned in a furnace at 
atmospheric pressure (preac) and reaction temperature of 950°C (Treac). The thermal 
energy of combustion gases are transmitted to the turbine through HTHE. The size of the 
heat exchanger and the material cost are two important considerations that decide the 
economy of the plant. The present HTHE is composed of nickel based super alloys and it 
allows the turbine inlet temperature to reach 830 °C [114,139]. In this work, the modeling and 
simulation of the EFGT plant has been carried out using Cycle-Tempo software [137]. Next, 
the operating parameters like biomass consumption, turbine inlet temperature, air factor (l), 
pressure ratio (P), HTHE efficiency will be analyzed.  
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5.2.1. Plant description  
Fig.  24 displays the Cycle-Tempo scheme of the CHP system (about 30k We and 60 kWth) 
based on EFGT system. The biomass feeds the external furnace (block 8) together with the 
hot air from the turbine exhaust (pipe 10), the combustion process is carried out at 
atmospheric pressure and 950°C. The air amount must be sufficient for the complete 
combustion process of the biomass, this amount is controlled by air ratio, through by-pass 
valve (block 9). The high temperature gases produced by the biomass combustor are cooled 
in the high temperature heat exchanger (HTHE, blocks 4 and 5) by heating the compressed 
air up to required turbine inlet temperature (about 825-830 °C). The exhaust waste heat is 
recovered in a low temperature heat exchanger for hot water production (blocks 12 and 13). 
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Fig.  24 Cycle-Tempo EFGT Plant. 
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The assumptions considered in this simulation are as follows:  
 The CHP system operates in steady state.  
 Environment and reference state at T0 =298 K and P0 = 1.013 bar.  
 The residence time is sufficient to achieve the combustion equilibrium mode.  
 A pressure drop of 0.5% of the inlet pressure takes place across the combustion 
chamber [139]. 4% of heat losses (radiation, convection and conduction) have been 
assumed. 
 A pressure drop in HTHE cold side is 3% of the inlet pressure, while in the hot side 
the pressure drop is 2%. 
 The typical performance parameters for the turbine and compressor are the same of 
the microturbine utilized in gasification system (Table 3).  
 15% of heat losses have been assumed for HTHE. 
 The turbine inlet temperature is set at 830 °C. Therefore, hot side temperature 
difference, ΔThs (between the inlet flue gas and and the outlet air) is about 95 °C. 
 
Outlet temperature of the combustion gases is fixed to 920- 925 °C, this temperature is also 
controlled by air ratio through by-pass valve (block 9). The waste air (pipe 17) is mixed with 
the combustion gases (pipe 15) for hotwater production (about 60kWth) in order to improve 
the overall efficiency of this CHP system. The HTHE is the most critical and expensive 
component of the overall EFGT systems [112]. In fact, the maximum operating temperature 
of the HTHE is 100-150 °C higher than the turbine inlet temperature. Moreover, the low heat 
transfer coefficients of air and combustion gas lead to very large heat exchanger surfaces. 
Therefore, the development of the HTHE involves noticeable problems, as the availability of 
suitable materials for high temperature opera- tion, the long-term reliability of welding and 
sealing devices, as well as the reduction of construction costs. On short term, metallic heat 
exchangers are a good option in small-scale systems (30-500 kW), reaching temperatures 
between 850 and 900 °C. However, the best option in the long run will consist of ceramic 
heat exchangers. With these systems it will be possible to achieve temperatures above 1100 
°C (increasing consistently the plant efficiency) [140].  
 
5.3. Results obtained 
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5.3.1. Gasification system (FBG-GT)  
According to the assumptions cited in section 5.1 for the FBG-GT system (Fig.  23), the 
results of the simulations carried out with the Cycle-Tempo software are presented in the 
following section. Pressure ratio (U) is defined as the compressor operating pressure (block 
16) between atmospheric pressure (1.013 bar). In Fig.  25, it is observed that, for a particular 
turbine inlet temperature, the net electric efficiency (helN ) of FBG-GT system first improves 
with the increase in pressure ratio up to achieve a maximumvalue. Then, the electric 
efficiency decreases with further increase of U. On the other hand, higher turbine inlet 
temperature ensures higher electric efficiency at all U.  
 
Fig.  25 Effect of П and turbine inlet temperature. 
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As a result, the efficiency peaks of 11.9% and 12.3% are obtained for turbine inlet 
temperatures of 790°C and 830 °C, respectively. However, when the turbine inlet 
temperature rises above 900 °C turbine maintenance requires expensive and complex 
cooling systems, this increases the capital cost of the plant [138]. The optimum conditions 
are reached for pressure ratios around 3.8-4. Fig.  26 shows the unburned carbon fraction 
and temperature in the gasification zone. According to [141], the reaction temperature must 
be above 700 °C to achieve the complete carbon conversion in gasification process. 
Moreover, regulation of the bed temperature to 700-900 °C gives a product gas with a low 
tar content, typically <1-3 g/Nm3 [142]. As mentioned before, the gasifier operates at 
atmospheric pressure, biomass feed flow is 0.011 kg/s (around 40 kg/h) and the inlet air 
temperature is 300 °C. As shown in Fig.  26, xOF must be fixed to 1.8-1.84 to avoid 
unconverted carbon creation. In this case, the reaction temperature rises to 800 °C.  
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Fig.  26 Unconverted carbon and temperature in gasification zone. 
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Fig.  27 Product gas composition on dry basis. 
 
The effect of the gasification temperature in fuel gas composition is depicted in Fig.  29.  
 
Fig.  28 Effect of preheating gasifier inlet air 
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Fig.  29 Effect of gasification temperature increase 
 
 
As a consequence of the results shown in Fig.  26 and Fig.  27, it shows a reduction in the 
percentages of H2, CO and CO2. Moreover, xOF increase brings a larger presence of N2 in the 
fuel gas composition. The reduction of CO and H2 content with gasification temperature 
explains the decrease in the product gas LHV. Finally, Fig. 30 depicts the exergy distribution 
in the gasification plant.  
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The biomass chemical exergy (198 kW) is converted into 30 kWe and the residual exergy 
(23.8 kW) is used to produce thermal energy, both streams represent the useful exergy of 
the gasification plant (27.5%). The other parts of the diagram give an overview of the exergy 
losses in the system, these losses are due to irreversibilities produced in each of the 
gasification plant components (gasifier, combustor, gas cleaning and cooling, turbine, 
compressor and regenerator). It is observed that the major exergy destruction takes place in 
the combustor (24.7% of exergy input) and gasifier (22.7%). The lower exergy efficiency in 
these systems (76.4% and 77.3% respectively) is attributed to the irreversibility pertaining 
to the chemical reactions occurring there. According to [130], gasification is a process with 
significant exergy destruction as hot gaseous fuel is generated from cold solid fuel and a 
part of the solid carbon remains unconverted. On the other hand, the exergy destruction in 
the gas cooling and cleaning system, turbine, compressor and regenerator are much lower. 
In this thesis, exergy losses are calculated as the difference between inlet and outlet exergy 
flows, i. e. exergy loss in gasifier subsystem is defined as the difference in total exergy value 
of the hot product gas (pipe 14 in Fig.  23) and the exergy supplied for the biomass (pipe 1) 
and hot air (pipe 12). 
Useful 
(27.5%)
Gasifier 
(22.7%)  
Gas cleaning          
         (6%)         
Combustor
(24.7%)  
Regenerator
(10.5%)    
Compressor
(3.6%)    
Turbine
(5%)   
Exergy input = 198kW
Fig.  30 Exergy balance of the gasification plant. 
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5.3.2. EFGT plant  
The Cycle-Tempo model described in Fig.  24 has been used to evaluate the performance 
parameters of an EFGT system at different operating conditions. This system fueled by 
biomass (olive tree leaves and prunings, generates 30kWe and thermal energy (about 
60kWth) for distributed power generation. The simulation has been evaluated with 
reference to parameters depicted in Table 11. Simple operation and low cost are two 
important factors in the system profitability. In this effort, net electric efficiency (helN ), 
overall effi- ciency (hCHP), pressure ratio (P), turbine inlet temperature, hot side 
temperature difference in the HTHE (ΔThs) and exergy analysis have been assessed. It is 
found that the efficiency reaches a maximum value at an optimum P of the cycle. Fig. 31 
shows the variability in the electrical efficiency with respect to P at three different turbine 
inlet temperatures (830 °C, 900 °C and 970 °C).  
 
 
 
It can be seen as the EFGT efficiency increases with the pressure ratio up to optimum value 
(about 4.0-4.5 bar) from which, the efficiency decreases with further increase in the U. 
Moreover, it is observed the system efficiency increases with the turbine inlet temperature 
(e.g. in optimum conditions, the electrical efficiency for 830 °C turbine inlet temperature is 
about 18.9% and for 970 °C this efficiency reaches 21.2%). However, the turbine inlet 
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Fig.  31 Effect of pressure ratio and turbine inlet temperature. 
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temperature rise (above 900 °C) requires expensive turbine and HTHE materials and 
complex cooling systems for the turbine blades, thereby increasing the plant capital cost as 
well as the maintenance complexity [138,140]. In the Cycle-Tempo simulation have been 
set the following operational parameters: turbine inlet temperature (830 °C), PelG (30 kWe) 
and ΔThs (about 100 °C).  
 
The HTHE is one of the most critical components in the EFGT cycle. The HTHE material cost 
and system size require to be optimized. However, the design of the heat exchanger also 
influences the energy efficiency of the power plant, by influencing the exhaust gas loss from 
the system. Fig. 32 shows the performance influence of this key equipment.  
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Fig.  32 Electric efficiency of the EFGT at different hot side temperatures (HTHE). 
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The parameter analyzed is the hot size temperature difference, ΔThs, which is the subtraction 
between combustion gases temperature (pipe 8, in Fig. 4) and temperature inlet air (pipe 5). 
It is found that the electric efficiency decreases (20.3%e17%) when the ΔThs rises from 50 °C 
to 200 °C, this is due to the reduction of the total heat transmitted between both fluids in 
the heat exchanger. It must be noticed that, for a given turbine inlet temperature, the 
increase of ΔThs also requires higher temperatures at the combustion chamber outlet (the 
furnace temperature is fixed by control valve, block 9). In our case, for a turbine inlet 
temperature of 1000 °C and a ΔThs of 200 °C requires the availability of material. suitable for 
1200 °C and this option could result a very critical operation point [138]. Finally, it should be 
noticed the ΔThs is an important parameter in the size and plant cost. According to [112],a 
ΔThs of 100 °C requires a heat exchanger size around 150 m2 of surface and 8 m of tube 
length. Whereas, for ΔThs of 200 °C the heat exchange size decreases considerably (80 m2 
and 4.5 m). To conclude the EFGT study, Fig.  33 presents the exergetic analysis of the plant. 
The fraction of the input exergy (biomass chemical exergy, 170.6 kW) is converted into 
electric power (30 kW) and exergy out (19.6 kW) for thermal applications.  
 
 
Both streams represent the useful exergy of the EFGT cycle (29%). The remaining part of the 
biomass input exergy is either lost in the exhaust heat or destroyed through irreversibilities 
in various components. It is observed that the major exergy destruction takes place in the 
combustion chamber (41% of exergy input) and the HTHE (17%), while the exergy 
Useful
(29%) 
Combustor
(41%)    
HTHE   
(10.5%)
Compressor
(6%)      
Turbine
(7%)   
Exergy input = 170.6kW
Fig.  33 Exergy balance of the EFGT plant 
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destruction in the turbine and compressor are much lower (7% and 6% respectively). The 
relatively lower exergetic efficiency in the combustion chamber (about 70%) is attributed to 
the irreversibility pertaining to the chemical reactions occurring there. Increasing the outlet 
temperature in the combustion gases (pipe 8, in Fig.  24) decreases the exergy destruction 
in the combustor. Otherwise, exergy destruction in the HTHE increases with the ΔThs. 
5.4. Comparison between conventional GT and EFGT. 
Conclusion  
The optimum performance parameters for the two CHP systems are listed in Table 12. It can 
be observed that the net electric efficiency and overall efficiency is higher in EFGT (19.1% 
and 59.3%) than in the gasification system (12.3% and 45.4%, respectively). This is mainly 
due to the  compression stage (block 15,  Fig.  23) reduces electric efficiency in 3.5%. The 
biomass consumption is also higher in gasification system than EFGT system. Moreover, 
because across the turbine only circulates hot air, the system allows using of dirty and low 
calorific value fuels without having to install complex cleaning systems, as in the 
gasification system. However, the optimal performance and maintenance of the HTHE, as 
well as their size, are the key parameters for choosing the EFGT system. 
 
 Gasification system 
(FBG-GT) 
EFGT system 
Gross electric power (kW) 30 30 
Net electric power (kW) 22.3 28.6 
Thermal power (kW) 60 60 
Gross electric efficiency (%) 16.5 20.1 
Net electric efficiency (%) 12.3 19.1 
CHP efficiency (%) 49.7 60.2 
Overall efficiency (%) 45.4 59.3 
Biomass consumption (kg/h) 40 33 
Optimum pressure ratio (bar) 3.8 4 
Air ratio (-) 6.38 6 
Electric exergy efficiency (%) 11.1 16.9 
Turbine inlet temperature (°C)  830 830 
Table 12 Optimum operating parameters for CHP systems 
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Chapter 6. Study of a downdraft gasifier and gas engine 
fueled with olive oil industry wastes 
 
A downdraft gasifier was chosen for the valorization of not only leaves and prunings, but 
olive stones as well following the reasons described in Martínez et at., 2012 [143],. During 
gasification, four different processes take place in the reactor: drying, pyrolysis, oxidation 
and reduction [72]. The model and simulation of the gasifier, gas cooling and cleaning stage 
have been prepared with the Cycle-Tempo software [137] (Fig.  46) . 
 
6.1. Plant description 
 
As described before, the system consists of a downdraft gasifier, gas cooling and a cleaning 
stage where the gas impurities are removed. When the gasifier operates in steady state 
conditions, the producer gas can be burned in a SI engine to produce 70 kWe and 110 kWth. 
A thermodynamic and mechanical model of the gas engine, electric generator, electric 
transformer and transmission line have been developed in order to study the performance 
of the CHP plant connected to the grid.  
 
The global gasification reaction can be written as follows:  
 
                 
Eq. 12 
 
where a, b, c, d are the number of atoms of hydrogen, oxygen, nitrogen and sulfur, 
respectively. Values from x1 to x10 (producer gas molar composition, kmol) have been 
calculated using Cycle-Tempo [137]. The producer gas leaves the reactor at 950-990 °C 
(block 7) and enters in the second section of the model: gas cooling and cleaning process. 
This stage consists of:  
 Cyclone (block 8): dust and particulates are removed from the producer gas.  
2 2 3 2 2 2 1 2 2 3 4
4 2 5 2 6 2 7 3 8 2 9 10
( 3.76 )a b c dCH O N S SiO Al O wH O O N x H x CO x CH
x CO x N x H O x NH x H S x char x ash
      
      
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 Venturi Scrubber (block 10): pulverized water is injected to decrease the producer 
gas temperature up to 75 °C. Other organic impurities (H2S, NH3) are also removed 
in this stage.  
 Heat exchanger (block 14): where the water content of the producer gas is disposed. 
The gas temperature is also reduced up to 25-30 °C.  
 Finally, the producer gas passes through several fine filters (block 17) where small 
particulates of carbon and water steam are removed. 
 
In Table 13, the operating parameters of the gasifier assumed in the Cycle-Tempo 
simulation are summarized. The performance parameters according to a real downdraft 
gasifier feeding with wood chips have been used to validate the model [144].   
 
Firstly, the biomass tested (block 1 in Fig.  34) is introduced into the reactor reaching the 
drying and pyrolysis process. In this stage (block 3), the reactor temperature reaches values 
between 200 °C and 500 °C, and the biomass moisture content is released in steam. In the 
same stage, char and other volatile species such as CO, CO2, H2, CH4 and tar are also 
formed. Later, these products enter in the combustion-reduction zone (block 6) reaching 
temperatures above 1000 °C. An accurately controlled amount of air is continuously 
supplied to the reactor in this zone (block 87). During the combustion-reduction process, the 
tar cracking and gas (composed of CO, H2, CH4, N2, CO2 and H2O) are produced. The gasifier 
has an automatic system to remove ash and unconverted char generated during the process 
(pipe 24 and block 4). 
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Fig.  34 Cycle-Tempo® Simulation of the downdraft gasifier, gas cooling and cleaning stages. 
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Operating 
Pressure 
(bar) 
Gasification 
Temperature 
(ºC) 
Moisture 
Content 
(%) 
Rated 
gas flow 
(Nm3 h-1) 
Producer 
gas LHV 
(MJ kg-1) 
Biomass 
Consumption 
(kg h-1) 
Main 
Producer gas 
Composition 
(Mole %) 
1.013 1000-1100 <20% 250-300 >4.5 96-110 
CO: 19 ± 3% 
H2: 18 ± 2% 
CH4: 1-3% 
Table 13 Performance parameters of the gasifier. 
The basic assumptions during the simulation are the following:  
 Pyrolysis temperature is fixed at 500 °C  [145].  
 The oxidant agent (air) is sufficient to convert all carbon in producer gas. A part of 
this carbon is removed from the gasifier system representing the losses that usually 
occurring in gasifiers (char). Here, it is assumed 5% of unconverted carbon (block 5 
in Fig. 3) [134,146].  
 A fraction of CH4 formed during the pyrolysis process is not included in combustion-
gasification stage. In general, the producer gas does not achieve complete 
equilibrium composition in the gasifiers (as indicated by the presence of methane). 
For this reason, 3% of methane (mole %) is bypassed (block 5 in Fig. 3) to the gas 
outlet [147,148].  
 Tar yield is neglected during the combustion-gasification stage, xOF is regulated to 
set the temperature above 1000 °C. In these conditions, the tar cracking is produced 
[143]. 
 It is assumed that 5% of the biomass energy input is released (heat losses) through 
the gasifier walls [145]. 
 Ash is mainly composed of SiO2 and Al2O3 [47]. The gasification efficiency can be 
expressed as cold-gas efficiency, ηcg (measured in pipe 25 in Fig. 3) or hot-gas 
efficiency, ηhg, taking into account the sensible heat of the producer gas (measured 
in pipe 30). These can be showed as follows [19] :  
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                                                                                                                      Eq. 13 
 
                                                                                               Eq. 14 
 
Where  and  is the producer gas and biomass mass flow respectively (kg s-1); LHVpg 
and LHVb the lower heating value (kJ kg-1) of the producer gas and biomass tested; the 
specific heat capacity of the producer gas (kJ kg-1K-1); Tpipe30 is the producer gas temperature 
at gasifier outlet (in pipe 30, fig. 3) and finally, T0 the ambient temperature (25ºC). 
 
Cycle-Tempo uses an iterative approach to obtain the producer gas composition: first, the 
biomass inlet characteristics (atomic composition, LHV, moisture, biomass flow and 
temperature), environmental conditions (temperature and pressure), oxidant characteristics 
(temperature, atomic composition, oxidant/fuel ratio) and other parameters (gasifier 
operating pressure, heat loss) are introduced in the program. In a second stage, the product 
gas composition is estimated by a non-stoichiometric equilibrium model (minimization of 
the Gibb’s free energy method). Details of these models are available in the Cycle-Tempo 
manual and other similar works [131,146,149].   
 
6.2. Gas engine and network connection model 
 
A gas engine fueled by producer gas has been modeled  in order to demonstrate the 
viability of the gasifier and its performance when it is connected to the grid. A general 
scheme of the plant can be observed in Fig.  35. Olive wastes feed a downdraft gasifier 
working at atmospheric pressure and high temperature (above 1000 °C). Basically, the 
producer gas enters in a modified carburetor and the mixture is used to run a gas engine 
connected to an electric generator. This system can produce 70 kWe and 105 kWt. 
Thermodynamic and mechanical models of the gas engine have been carried out using 
three Matlab/Simulink toolboxes [150]:  
 
pgp
C
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1. The thermodynamic model has been carried out with Thermolib [151]. The 
toolbox provides a Simulink blockset for system simulations and a set of 
Matlab command line functions for thermodynamics calculations and 
balancing of the simulated models. The blockset includes Simulink blocks 
for components such as heat exchangers, compressors, thermodynamic state 
changes, valves, chemical reactors, burners, etc. Thermolib also provides 
an extendable thermo-physical properties database. 
2.  The mechanical model of the gas engine has been developed with the 
SimDriveline toolbox [150]. It is assumed a SI gas engine. 
3. The connection to the grid (electric generator, transformer and transmission 
line) has been carried out using SimPowerSystem toolbox [152].  
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Fig.  35 General scheme of the plant. 
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Fig. 36 shows the Simulink layout of the gas engine connected to the grid. The producer 
gas properties (molar composition, pressure, temperature and volumetric flow) obtained 
with Cycle-Tempo software have been introduced in the Simulink model through 
thermolib “mixture source” block (Fig.  37) [151]. In a real case, the simulation starts when the 
gasifier reaches steady state conditions (around 15-20 min, [73]). 
 
 
Fig.  36 Gas engine and network connection model (Matlab/Simulink). 
 
 
The producer gas and air enter in the gas engine carburetor setting the airefuel ratio at 1.6 
(according to the operation manual 250 m3 h-1 of producer gas and 350 m3 h-1 of air). In this 
paper, a commercial natural gas engine (spark ignition) model Cummins G855G has been 
chosen [153]. The technical parameters of the gas engine are depicted in Table 14.  
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Engine Model Cummins G - 855 -G 
Nº of cylinders 6 
Aspiration Naturally aspirated 
Bore x Stroke 140x152 
Displacement volume-liter 14.0 
Engine output prime, kW 
(operating with natural gas) 
125 
Engine speed, rpm 1500 
Compression ratio 12 
 Table 14 Technical parameters of the gas engine. 
 
Fig.  37 Gas engine sub-model and mixture source book. 
  Gasification applied to the valorization of olive grove and olive mill residues 
 
 112 
 
 
The thermodynamic model of the gas engine involves a producer gas-air mixture 
developing a real Otto cycle (4 strokes) [154,155]. Previously, the carburetor has been 
modified to operate with this kind of mixture. Thermolib provides Simulink blocks where 
any mixture can develop any thermodynamic state change. The model outputs are the 
indicated power (Ni), compression ratio (Cv) and the composition and properties of the 
exhaust gases.  
 
In the first stroke, the mixture volume is compressed up to set the maximum compression 
ratio (Cv =8.5). Then, the mixture compressed develops the thermodynamic changes related 
to Otto cycle [154]. The power stroke is the only thermodynamic process in which the 
engine operation is modified respect to the NG behavior. In this state, the compressed 
mixture is burned by a spark plug with the following combustion reactions:  
 
                                                                                    Eq. 15 
 
                 Eq. 16
  
            
            Eq. 17 
  
These combustion reactions are introduced through an equilib- rium reactor block from 
Thermolib toolbox. Any chemical reaction can be formulated and include other 
parameters as the energy loss to the environment, pressure loss, reaction surface, etc. The 
outgoing flow is at chemical and thermodynamical equilibrium.  
 
2 2 20.5H O H O 
2 20.5CO O CO 
4 2 2 22 2CH O CO H O  
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The Second Law of Thermodynamics has been used to calculate the thermal power 
developed inside the cylinder (closed system). According to [101], the work of an Otto cycle 
(Wcycle) is expressed as the difference between expansion work and compression work. 
 
                                                                Eq. 18       
 
Where u3 - u4 and u2 - u1 are the internal energy variation during the expansion and 
compression strokes, respectively. 
 
The power developed inside the cylinder according to Otto cycle is called indicated power, 
Ni (eq. 20). Losses during the expansion and compression strokes and heat losses (Qloss) are 
included in this power. The power losses due to heat transfer through the cylinder wall is 
given by eq. 21. [154,156]. The values of constants and parameters used in the 
thermodynamic model are summarized in Table 15 [154,155]. 
 
                                                                            
Eq. 19 
          
 
                                                                                                   Eq. 20    
           
The waste heat could be used during the olive oil extraction process. Therefore, the 
composition and characteristics of the exhaust gases have been also modeled. A heat 
exchanger (counter current) has been modeled in order to simulate a water stream of 50 L 
min-1 at 50 °C (around 110 kWth). 
 
Parameter Units Value 
Thermodynamic model (gas engine) 
      Constant related to heat transfer, B 
 
kJ kg-1 K-1 
 
0.71 
      Producer gas LHV  MJ kg-1 5000 
      Air-fuel ratio (kg air/kg p. gas) - 1.6 
W
t
=W
cycle
=W
exp
-W
comp
= (u
3
-u
4
)- (u
2
-u
1
)
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      Compression efficiency % 0.97 
      Expansion efficiency % 0.97 
      Combustion efficiency % 0.98 
      Compression ratio, Cv - 8.5 
      Intake temperature 
      Heat exchanger efficiency 
Mechanical model (gas engine) 
      Losses (friction, pumping, distribution, etc.) 
      Rotor speed, w 
      Throttle valve position 
Electric generator 
      Output voltage 
      Nominal frequency 
      Power factor 
      Maximum active power, Pe 
      Number of phases 
Electric transformer 
      Windings connection 
      Nominal power 
      Primary/secondary voltage 
Transmission line 
      Base voltage 
      3-phase short-circuit level at base voltage 
      X/R ratio 
ºC 
% 
 
% 
rpm 
% 
 
V 
Hz 
- 
kW 
- 
 
- 
KVA 
kV 
 
kV 
MVA 
- 
25 
85 
 
20 
1500 
100 
 
415 
50 
0.8 
100 
3 
 
Delta 
250 
20/0.4 
 
20 
500 
5 
Table 15 Constants and parameters used in overall Matalb®/Simulink® model. 
 
The indicated power obtained in the thermodynamic model, Ni, is the input of the 
mechanical model. The mechanical model of the engine has been carried out using a 
SimDriveline Simulink block [152]. This block represents a SI engine with a speed 
governor where the input is a throttle signal, this can oscillate from 0% (no load) to 100% 
(full load). In this paper, the performance of the gasification plant in steady state conditions 
has been studied, i.e., the engine operates at full load and constant speed (stationary 
engine). Thus, Ni represents a throttle signal with a value of 100% (full load). The throttle 
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signal directly controls the output torque that the engine generates and indirectly controls 
the speed at which the engine runs.  
 
The mechanical torque (Tm) and the angular velocity (w) signals are the outputs of the 
mechanical model. In Matlab, the instantaneous mechanical power can be determined as 
follows:   
 
( ) ( ) ( )m mP t w t T t           Eq. 21 
 
The total friction loss (Nf ) consists of three major components: pumping work, rubbing 
friction work and accessory work [156]. In this thesis, it is assumed that the total friction loss 
when the gas engine operates at full load is 20% of the indicated power, Ni, [134], [153]. 
 
The gas engine is connected (in the same shaft) to an electric generator and the angular 
speed will be the signal input. When the gasifier reaches the steady state conditions (15-20 
min of operating [157]), the gas engine increases the angular velocity up to 1,500rpm and 
the mechanical torque (the electric generator rotor speed increases at the same time). The 
network connection occurs when the electric generator frequency is set around 50 Hz. To 
avoid important transitory changes, the electric generator is connected to an infinite grid. In 
this work, the electric power, frequency, current harmonic distortion and dynamic 
performance of the CHP plant have been analyzed. Table 4 describes the simulation 
parameters used in the mechanical model, electric generator and grid connection 
(transformer and transmission line), [153], [154], [156]. 
 
6.3. Results 
 
Firstly, the simulation of the gasification plant (downdraft gasifier and gas cooling-cleaning 
stage) has been carried using  Cycle-Tempo® [137]. This software determines the gasifier 
behavior and producer gas characteristics in steady-state conditions. The downdraft gasifier 
has been fed with olive wastes: olive stones and small branches and leaves described in 
Table 13 and in Table 5. In the simulation, xOF is regulated to set a combustion-gasification 
temperature above 1000ºC (block 6, Fig.  34). Because of this, tar cracking is reached and its 
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yield is negligible. Tar causes severe problems to all mechanical parts of the equipment 
used after the gasifier and in specific the gas engine (corrosion). 
 
Fig. 38 presents the producer gas composition in function of xOF before it reaches the 
cleaning and cooling system (pipe number 30 in Fig.  34). In equilibrium conditions, it can be 
observed that the CH4 formation is practically constant (around 3%) and H2 decreases with 
air-biomass ratio. The effect of the gasification temperature (increasing xOF) in the producer 
gas composition shows a reduction in the percentages of H2 and CO. Moreover, an increase 
of xOF (air amount supplied) brings a larger presence of N2 in the fuel gas composition. The 
H2 reduction with the increase of xOF is attributed to the higher H2O formation in the 
composition [146]. 
In equilibrium conditions, methane is not expected to be present in the producer gas. In 
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Fig.  38 Producer gas composition at gasifier outlet. 
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general, the producer gas does not achieve complete equilibrium composition in the 
gasifiers (as indicated by the presence of methane). For this reason, a part of methane is 
bypassed in the gasification reactor up to get around 3% of methane (block 5 in Fig.  34) 
[144]. 
 
It can be observed that the CO and H2 yields are higher when the gasifier is fed with stones 
than branches and leaves. Because of this, the gasification of olive stones provides a 
producer gas with higher calorific value than the obtained with branches and leaves (fig. 7). 
The CO2 and CH4 formation is practically constant when xOF is increased. According to the 
assumptions described in 6.1, a gasifier reaction temperature above 1000 °C has been fixed. 
In this case, xOF is 2.07 and LHVp.gas is 4.8MJ kg-1 (operating with olive stones). The calorific 
value of the producer gas increases slightly after gas cooling and cleaning stage up to 5.1kJ 
kg-1 (Table 16) 
                                             Fig.  39 Calorific value and temperature of the producer gas. 
 
Fig.  39 also shows that the gasification temperature reached with branches and leaves is 
higher than in the gasification of olive stones, the reactor needs more quantity of air 
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supplied to reach 1000ºC during combustion-gasification stage. This is another reason for 
the lower calorific value obtained with branches and leaves. 
 
Biomass Producer gas composition (% molar 
fraction) 
LHV 
(MJ kg-1) 
xOF Gas 
flow 
(m3 h-1) 
 H2 CO CH4 CO2 N2 H2O    
Olive pits 16.8 21.6 3.1 11.6 45.2 1.7 5.1 2.07 250 
Branches and leaves 13.5 15.6 2.6 13.6 52.8 1.3 3.7 2.72 260 
Gasifier specifications 
(wood biomass) 
18±2 19±3 1-3 10±3 45-
50 
1-2 4.4-5.4 1.8 260 
Table 16 Producer gas composition after gas cleaning and cooling stage. 
 
The characteristics of the producer gas depend on the gasifier operating conditions and 
biomass properties: size, density, moisture content, proximate and ultimate analysis. Table 
16 presents the producer gas properties obtained from Cycle-Tempo® in steady state 
conditions after gas cooling and cleaning stage (pipe 25 in Fig.  34). These results have been 
compared with the experimental gas composition of a commercial gasifier (working with 
wood chips) [144]. In this table, the producer gas composition, calorific value, xOF and gas 
flow rate obtained for 100-105kg h-1 of biomass consumption is summarized. The gasification 
of olive stones provides a gas with high energy density (5.1 MJ kg-1) and similar properties 
than wood gas. However, the gasification of small branches and leaves has the lowest 
calorific value (3.7 MJ kg-1) mainly due to the high xOF (increasing the N2 formation) and high 
ash content (8.71%). According to [74], each 1% increase in ash content translates roughly 
into a decrease of 0.2MJ/kg of the heating value. It can be observed that ash content of the 
branches and leaves is considerably higher than for the olive stones (Table 13). In both 
cases, the gas flow rates are practically the same. 
 
It must be noticed that a biomass source with high ash content (commonly above 5%) is not 
desirable and it can produce severe problems in the gasifier and furnace systems [47], [158]: 
slagging and ash agglomeration due to fusion, corrosion and formation of clinkers. 
 
Table 17 depicts the performance parameters of the gasification plant achieved for the olive 
wastes tested. It is found that the producer gas calorific value and gasification efficiencies 
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achieved with small branches and leaves is lower. This is due to the fact that the gasification 
process (with olive stones) yields a producer gas with higher calorific value (5.1 MJ kg−1 
respect to 3.7 MJ kg-1). The char and ash yield with small braches and leaves gasification 
(13.3 kg h-1) is much higher than olive stones (6 kg h-1) due to the high ash content in the 
feedstock. To conclude this section, the water needed for cooling and cleaning stage is 
different depending on the feedstock. 
 
Parameter Olive pits Small branches and 
leaves 
Biomass calorific value  (MJ kg-1) 17.2 14.6 
Biomass consumption (kg h-1) 105 105 
Air-biomass ratio, xOF (-) 2.07 2.72 
Producer gas mass flow (m3 h-1) 245 260 
LHVp.gas (MJ kg-1) 5.1 3.7 
Gasification temperature (ºC) 1007 1005 
Hot-gas efficiency, ηhg (%) 89 87.5 
Cold-gas efficiency, ηcg (%) 
Gasification losses, (kW) 
Char &Ash production, (kg h-1) 
Water needed, (L h-1) 
71.2 
25 
6.0 
1700 
63.1 
25 
13.3 
1800 
Table 17 Gasification performance parameters. 
 
Secondly, the gas engine is started when the gasifier operates in steady state conditions. 
Around 250m3 h-1 of producer gas is mixed in a modified carburetor with 350m3 h-1 of 
atmospheric air. Due to the higher calorific value of the producer gas and low ash content, 
olive stones as a feedstock for gasification has been chosen to run the gas engine. 
In this work, a commercial natural gas engine (spark ignition) model Cummins G855G has 
been used [153]. The technical parameters of the gas engine are depicted in Table 14. 
 
Fig.  40 shows the frequency, mechanical and electrical power (Pm and Pe) developed for the 
gas engine shaft (76kW) at full load. In steady state conditions (after 4s), the angular 
velocity is 1,500rpm and the mechanical torque 484Nm (the electric generator rotates at the 
same speed that the gas engine). To avoid high harmonic injection inside the grid, the 
electric generator is connected to an infinite transmission line when the frequency reaches 
around 50Hz (it is produced around 3s.). In this way, the electric generator is connected to 
the grid producing 70kW of electric power. On the other hand, the gas engine also produces 
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130kW of thermal energy through exhaust gases at 600ºC roughly. This waste energy is 
used in a heat exchanger in order to generate a water flow of 50L min-1 at 52ºC (110kWth). 
Finally, the hot water obtained in the process will be used in the mill during the olive oil 
extraction process. 
 
 
Table 18 shows the optimum performance parameters of the gas engine achieved with 
producer gas and a comparison for NG [153]. Due to the high calorific value of the natural 
gas (41MJ kg-1), it can be observed that the mechanical and electrical power are much higher 
when using NG instead of producer gas. This is the reason why the gas-to-shaft and electric 
efficiency achieved with NG is respectively 33.8% and 27% compared to 21.1% and 19.5% 
when the gas engine is fed with producer gas.  
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Fig.  40 Frequency, mechanic and electric power. 
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Parameter Producer 
Gas 
Natural gas 
(NG) 
Pm, kW 76 125 
Pe, kW 70 100 
Energy input, kW 360 370 
Maximum compression ratio 8.5 12 
Fuel consumption, m3h-1 250 40 
Air-fuel ratio, kg air/kg fuel 1.6-1.7 15-16 
Gas-to-shaft efficiency, % 21.1 33.8 
Electric efficiency, % 19.5 27 
Exhaust gas temperature, ºC 606 660 
Table 18 Gas engine performance parameters. 
In both cases, the exhaust gas temperature and combustion air (around 350m3h-1) are 
practically the same. Noticed that more than 50% of the producer gas composition is 
composed of non-combustible gases like N2, CO2 and Ar, because of that, the air amount 
needed is much lower. Thus, the low calorific value of the product gas explains the very high 
fuel consumption (250m3 h-1). The low air amount needed explains the air-fuel ratio 
decrease (1.6-1.7). 
 
To conclude, Fig.  41 shows the three-phase electric current produced by the generator 
feeding the gas engine with producer gas.  
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The generator output voltage (V) and the total harmonic distortion (%) of the current signal 
injected to the grid can be seen in the rest of figures. It is observed that there is a very high 
harmonic distortion before the connection of the gas engine to the grid (from 0s to 3s). In 
steady state conditions (after 4s) this value decreases up to 0.6%. 
 
 
 
 
 
 
0 5 10 15
−1
−0.5
0
0.5
1
Time (s)
(x
1
0
0
)
Total harmonic distortion (%)
10.2 10.22 10.24 10.26 10.28 10.3
−200
−100
0
100
200
Generator current (A)
10.2 10.22 10.24 10.26 10.28 10.3
−400
−200
0
200
400
Generator output voltage (V)
Fig.  41 Current generated, voltage output and total harmonic distortion injected to 
the grid. 
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Chapter 7. Updraft gasifier and ORC system for high ash 
content biomass: A modelling and simulation study 
 
In this thesis, the modelling and simulation of an updraft gasifier and ORC is carried out to 
complete the comparison between technologies that can prove to be a clear advantage for 
the valorization of olive tree and mills by-products. This novelty CHP plant can be fed by 
materials with a high ash and moisture content, i.e. olive leaves, switch grass, rice straw, 
lucerne, etc. In this work the olive leaves that remained in the mills after the olive oil 
extraction process have been tested as biomass feedstock. The system can produce 
electrical and thermal energy for the mill necessities collaborating to eliminate their difficult 
disposal problems for the owners. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig.  42 a) Olives with leaves reception; b) Leaves separation before the olive oil extraction 
process; c) Olive leaves storage at the mill proposed; d) Olive leaves sample. 
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7.1. Biomass and mill description 
 
In this work, the CHP plant is fed with olive leaves. This by-product is also composed of a 
small quantity of branches improving the lower calorific value slightly (LHVb). As it has been 
discussed in Chapter 2, the olive leaves cannot be burned currently in an uncontrolled 
manner and represent a concern for the mill owners, as they take up plenty of space at the 
mill,  Fig.  42(c). Thus, ways to valorize this by-product are needed and most welcome. It is 
important to notice that the amount of leaves available at the mill is around 10% of the 
weight of olives processed yearly, [56]. 
 
A medium-size olive oil mill located in Andalusia (Spain) was selected as a reference for the 
present study. Fig.  43 presents a flow chart of the olive oil extraction process for the mill 
selected, around 25,000-35,000 olive tons (depending on the harvest) are processed yearly, 
producing around 2,000-3,000 tons of leaves. The electrical and thermal power demanded 
by the mill are 300kWe and around 750kWth, respectively.  
 
 
 
Fig.  43 Olive oil extraction process (2-phases) and by-products generated in a typical Spanish mill. 
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The proximate and ultimate analyses and other thermo-physical properties of the olive 
leaves are presented in Table 19 .  
 
 
Proximate analysis (wt%)   
Moisture content (ar) 8.5 
Ash content (db) 8.6 
Volatile matter (db) 71.41 
Fixed carbon (db) 19.88 
Ultimate analysis (wt%, db)  
C 45.08 
H 5.89 
N 0.52 
S 0.09 
O (by difference) 39.7 
Other properties  
LHVb (MJ/kg) 13.0 
Ash fusion (ºC) >1,200 
Bulk density (kg/m3) 108 
Average particle size (mm) 20-40 
Table 19 Proximate and ultimate analysis of the olive leaves (ar: as received; db: dry basis). 
7.2. Plant configuration 
 
This innovative system consists of an updraft gasifier, an external combustion chamber and 
an ORC machine as a power generation unit. It is capable of producing 100kW of net 
electrical power and around 435kW of thermal power, consuming 0.08 kg/s of olive leaves 
(approximately 290 kg/h). The main innovation of this hybrid system is that the gasifier can 
be fueled with high ash and moisture content biomasses.  
 
The modelling and simulation of the power plant was performed in Cycle-Tempo® 
software, [159]. In this work, the following general considerations are defined: 
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1) The feedstock is composed exclusively of olive leaves (Fig.  42) 
2) The environmental reference state is fixed at 25ºC and atmospheric pressure 
3) Finally, the CHP plant is operating in steady state conditions and connected to the 
electrical grid.  
 
The main features of the updraft gasifier, external combustion chamber and ORC sub-
systems are described in the following sub-sections  
 
7.2.1. Updraft gasifier model 
 
In this section, the thermodynamic modelling of the updraft gasifier was carried out 
according to the performance characteristics depicted in Table 20, [17]. The producer gas 
composition will mainly depend on the biomass composition, gasifier reactor and operating 
conditions, [17]. 
 
Performance parameters (for wood) Updraft Downdraft Crossdraft 
Maximum moisture content (%) 60 25 20 
Maximum ash content (%) 25 6 1 
Ash melting temperature (ºC) >1,000 >1,250 - 
Particulate size (mm) 5-100 20-100 5-20 
Reaction temperature (ºC) 700-1,000 1,200-1,400 >1,500 
Producer gas exit temperature (ºC) 200-400 700 1,250 
Tar (g/Nm
3
) 30-150 0.015-3.0 0.01-0.1 
Producer gas LHV (MJ/Nm
3
) 5.0-6.0 4.5-5.0 4.0-4.5 
Gasification efficiency (%) 90-95 85-90 75-90 
Table 20 General characteristics of fixed bed gasifiers. 
 
Many researchers proposed the thermodynamic equilibrium model to predict the final 
composition of the producer gas in downdraft fixed bed reactors, [126,160–163]. Melgar et 
al., [126], used a model which combines the chemical equilibrium and the thermodynamic 
equilibrium of the global reaction, predicting the final composition of the producer gas as 
well as the reaction temperature. Prins et al., [162], developed a thermodynamic equilibrium 
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model based on several assumptions in better agreement with specific types of reactors. 
Also, Loeser et al., [160], assumes an equilibrium model that provides the realistic chemical 
properties of the resulting streams, especially for fixed bed downdraft gasification systems. 
However, when applied to updraft fixed gasifiers, equilibrium models lead to large 
uncertainties in the reaction temperature, even though reactants residence time inside the 
gasifier is higher than reaction time, insofar as biomass is heated by producer gas, through 
countercurrent heat transfer. As can be observed in Fig.  44 the biomass drying, 
devolatilization and pyrolysis processes in updraft gasifiers take place in the heat transfer 
zone at a lower temperature than in the gasification and combustion zone; consequently, 
moisture and volatiles are not generally involved in the gasification and combustion 
reactions since they are released before reaching the reaction zone, [164,165]. 
 
Fig.  44 Gasification stages and temperature profile in an updraft reactor. 
In this study, the thermodynamic model of the updraft gasifier has been adapted from the 
work performed by Cau et al., [164]. This steady state model calculates the mean 
temperature in the gasification-combustion zone as a function of air-biomass ratio (AB), 
biomass composition and temperatures of main inflows (biomass and air). This model also 
provides the thermodynamic characteristics of the producer gas and ash exiting the gasifier. 
The present model previously needs to accurately characterize the biomass volatile matter 
since as much as more than 50% of the biomass mass can be lost in the devolatilization 
process. As can be observed in the previous Fig.  44, the devolatilization process occurs in 
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the top of the reactor, being carried away by the hot producer gas going up countercurrent, 
as they are released from biomass without being affected by the gasification and 
combustion zone. In consequence, the producer gas composition absolutely depends on the 
devolatilization process. 
 
Fig.  45 presents the updraft gasification scheme divided in different sections: biomass 
drying, decomposition-devolatilization and char gasification-combustion, this model has 
been developed in PRO/II software. As can be observed, biomass enters at the gasifier top 
and is preheated by the exiting producer gas releasing its moisture. This drying process is 
modeled as fictitious countercurrent heat exchanger (DRYING) by the hot producer gas 
leaving the gasifier. Water vapor from the drying zone is mixed with the hot producer gas 
increasing the final moisture content. The simulation of the whole devolatilization process 
requires a reactor (BIOMASS DECOMPOSITION) where exhausted biomass is decomposed 
in the three main components of the proximate analysis (from Table 4): fixed carbon, ash 
and volatile matter. The volatile matter is further decomposed into volatile gases (CO, CO2, 
CH4 and H2), water vapor and tar through a mass balance calculation with chemical 
reactions, imposing a suitable production of tar and water in the volatile matter 
composition, [164–166], the mass balance is carried out through DEVOLATILIZATION 
module in Fig.  45. Water vapor and volatile gases released from the volatile matter are 
also mixed with the producer gas which leaves the gasification zone. A part of the tar 
produced during the devolatilization, ash and fixed carbon are heated and mixed forming 
the char that feeds the gasification section. In this zone, char is heated in series by the hot 
producer gas through fictitious heat exchanger imposing a suitable minimum temperature 
difference. Finally, the gasification and combustion processes take place in the same block 
fed by atmospheric air and char. In this zone, the thermodynamic equilibrium is achieved 
with the minimization of Gibb's free energy. More information about the minimization of 
Gibb’s free energy method is reported in the literature, [47,163,167].  
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Fig.  45 Simplified scheme of the updraft gasification model in PRO/II software. 
The main model assumptions of this steady state model of the updraft gasifier are depicted 
as follows: 
 All the gasification stages operate at the same pressure (1.013bar), and therefore the 
pressure drops are neglected. 
 Devolatilization process is assumed to occur instantaneously, in fixed-bed reactors 
this assumption is justified by the large biomass residence time compared to 
devolatilization time, [164]. 
 The model supposes that nitrogen and sulphur are included in fixed carbon 
composition while oxygen and hydrogen are fully contained in the volatile matter. 
 During the devolatilization process a CO/CO2 mole ratio in the volatile gases is 
assumed equal to 2, [164]. Also, tar and water vapor mass content of 10% and 20%, 
respectively, is assumed after the biomass devolatilization, [164–166]. 
 Due to corrosion problems related to the tar dew point, a minimum exit temperature 
of the producer gas of 250ºC is assumed. Tar from biomass gasification is mainly 
composed of benzene, toluene, 1-2-3-ring aromatic hydrocarbons, naphthalene and 
others, [17], then according to the Energy research Centre of the Netherlands (ECN) 
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the tar dew point for this composition is around 200-250ºC, [168]. In this work, tar is 
assumed to be composed of 90 wt% by carbon and 10 wt% by hydrogen, [164]. 
 The ash composition of the biomass (olive leaves) cosists mainly of CaO, SiO2 and 
Al2O3, [169]. 
 The gasification agent is humid atmospheric air, with the following molar 
composition: oxygen 20.75%, nitrogen 77.29%, argon 0.92%, carbon dioxide 0.03% 
and water 1.01% (relative humidity is 60%). Here, it is assumed that a part of the air 
mass (10%) does not react during the gasification and combustion process.  
 The oxidant agent (air) is sufficient to convert all carbon into producer gas. However, 
a part of the biomass carbon content is removed from the gasifier system reaching a 
carbon conversion efficiency of 95%, [170]. In fixed bed gasifiers, this is the fraction 
of solid carbon which does not get converted in the gasification reaction and gets 
removed from the bottom of the reactor together with ash (also called charcoal). 
A summary of the gasification performance parameters and other minor assumptions are 
reported in Table 21,  [17,135,170]. 
Parameter Value 
Gasifier  
Type Fixed bed: updraft 
Reaction pressure (bar) 1.013 
Gasification agent Air 
Inlet air temperature (ºC) 25 
Heat exchangers efficiency, (%) 85 
Gasifier heat losses (%) 5 
Carbon conversion efficiency (%) 95 
Unreacted air mass flow (%) 10 
  
Biomass requirements  
Max. Moisture content (%) 60 
Max. Ash content (%) 25 
Average size (mm) 5-100 
  
Producer gas requirements  
Minimum producer gas exit 
temperature (ºC) 
250 
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Table 21 Performance parameters of the updraft gasifier. 
In this case, the producer gas is burned in an external combustion chamber without being 
previously cooled down, reaching in this case greater energy utilization. Therefore, by 
taking into account the high temperature of the producer gas at the gasifier outlet, the 
gasification efficiency (ηg) can be expressed as follows, [17]: 
 
𝜂𝑔 =  
?̇?𝑝𝑔𝐿𝐻𝑉𝑝𝑔+?̇?𝑝𝑔𝐶𝑝𝑝𝑔(𝑇−𝑇0) 
?̇?𝑏𝐿𝐻𝑉𝑏
                    Eq. 22   
 
Where the subscript pg means producer gas, b: biomass, g: gasification, 0: ambient or 
reference conditions.Therefore, the total energy content of the producer gas will be 
composed of a chemical stream which depends on the heating value of the fuel (LHVpg) and 
a thermo-mechanical energy stream due to the producer gas exit temperature. This 
efficiency is usually named “hot-gas-efficiency”. 
 
7.2.2. External combustion chamber 
 
One of the key components of this novel CHP system is the external combustion chamber; 
this connects the gasifier and the ORC sub-system (Fig.  45). The best advantage of the 
direct-combustion is the very low tar and particulate requirements in comparison with 
internal combustion engines, gas turbines, fuel cells and pipeline transport over long 
distances, [17].  
 
Fig.  46 presents the simulation layout of the external combustion chamber and ORC 
subsystems carried out in Cycle-Tempo® software. 
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Fig.  46 External combustion chamber and ORC scheme in Cycle-Tempo software. 
 
The producer gas leaves the reactor at 294ºC (pipe 1, in Fig.  46) and feeds the external 
combustion chamber (block 16). In this stage, the combustion process is carried out at 
atmospheric pressure and a temperature higher than 950°C. The air amount is controlled by 
the air-fuel ratio (λ) and it must be sufficient to complete the combustion process. Then, the 
thermal energy of the flue gases is transferred to thermal oil through a high temperature 
heat exchanger (block 5), this thermal oil will be the future exchange medium of the ORC 
unit. It is important to highlight that the thermal oil target will be to avoid the local 
overheating and chemical instabilities of the organic (or working) fluid, [90]. After the 
turbine expansion (block 24), the working fluid is recovered in a low temperature heat 
exchanger or regenerator (block 23) to enhance the whole ORC efficiency. At last, the 
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working fluid passes through a condenser (block 26) producing the thermal energy 
necessary for the olive oil process and other heating necessities (412.6kW). 
 
The external combustion chamber is one of the key components of this novelty system; this 
connects the updraft gasifier and the ORC sub-system. The best advantage of the direct-
combustion is the very low tar and particulate requirements in comparison with internal 
combustion engines, gas turbines, fuel cells or pipeline transport over long distances, [17]. 
In the direct-combustion, the producer gas is burnt directly in a nearby unit (block 16 in Fig.  
46) according to the following equations:  
 
Eq. 23 
                                                                                                                              Eq. 24 
Eq. 25 
                                                                                Eq. 26  
 
Co-firing of gasified biomass in fossil-fuel-fired boilers is an example of direct-combustion 
applications; also industrial units like ovens, furnaces, and kilns are good examples. In fact, 
some power generation units use direct-combustion furnaces such as ORC, Stirling engines 
and EFGTs. In such applications, it is not necessary to cool down the producer gas and it can 
be directly burnt in a burner. However, one of the major problems of this hot gas is the 
small chance of tar condensation. Thus, the pipeline between the gasifier exit and the 
external burner inlet (pipes 12 and 17) should be insulated in such way that the gas does not 
cool down below the tar dew-point. If that happens, tar deposition might clog the pipes, 
leading to hazardous conditions and future corrosion problems. In applications where the 
producer gas is burnt directly without cooling (current work), there is no need for cleaning 
in depth. Such systems have no restrictions on the amount of tar and particulates as long as 
the gas travels freely to the burner, and as long as the burner design does not impose any 
restrictions of its own. 
4 2 2 22 2CH O CO H O  
2 2 20.5H O H O 
2 20.5CO O CO 
2 2 2( / 4) ( / 2)m nC H m n O mCO n H O   
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Table 22 presents the performance parameters of the external combustion model carried 
out in Cycle-Tempo® software, [47,139]. 
 
 
 
 
 
 
According to the power system conditions, three dry organic fluids (toluene, decane and 
cyclohexane) could be used for the aim of this work due to their high operating 
temperatures (>900ºC) and the possibility for CHP applications, consistent with the 
requirements of the gasification plant described in Fig.  45. Table 23 depicts some 
thermodynamic properties of these organic fluids, [86]. 
 
Thermo-physical properties Cyclohexane Decane Toluene 
Critical pressure, (bar) 40.75 21.03 41.26 
Critical temperature, (ºC) 280.49 344.55 318.60 
Condensation pressure, (bar) 1.75 0.10 0.74 
Condensation temperature,  (ºC) 80.40 100.00 100.00 
Pump specific work (superheated conditions), (kJ kg-1) 4.61 0.92 2.52 
Table 23 Thermodynamic properties of the organic fluids proposed for high temperature sources. 
As described by Bahrami et al., [171], toluene presents the highest critical pressure and 
condensation temperature (100ºC), together with a low condensation pressure and medium 
pump specific work. Cyclohexane presents similar critical properties as toluene, however its 
condensation temperature is quite lower (80ºC) together with a larger pump specific work. 
Finally, decane presents the lowest critical and condensation pressure, the same 
condensation temperature than toluene and the least specific work, leading to the smallest 
size of utilities, equipment and pump consumption. In this work, superheated conditions 
Parameter Value 
Reaction pressure (bar) 1.013 
Maximum temperature outlet (ºC) 940 
Combustion chamber efficiency 
(%) 
94 
Inlet air temperature (ºC) 150 
Heat exchanger efficiency (%) 90 
Pressure losses (%) 1 
Table 22. Performance parameters of the external combustion chamber. 
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have been adopted to avoid the presence of liquid traces during the expansion work (the 
existence of water could be dangerous for turbine blades, [86]. For superheated conditions, 
Algieri and Morroe found cyclohexane as the most efficient working fluid followed by 
toluene, [90]; however, the relative low condensation temperature of cyclohexane (80ºC) 
does not satisfy the heating network necessities (around 90ºC) and other low heat 
applications of the mill (cooling through absorption chillers and sanitary hot water). Thus, 
toluene has been selected as working fluid, the performance parameters of the ORC sub-
system is presented in Table 24 ,[47,171–173]. 
 
Performance parameters Unit Value 
Turbine and pump isentropic efficiency % 80.0 
Compressor isentropic efficiency % 85.0 
Electro- mechanical efficiency for pumps and 
compressors, ηe-m 
% 80.0 
Evaporator efficiency % 95.0 
Condenser efficiency % 85.0 
Regenerator and rest of heat exchangers 
efficiency 
% 90.0 
Evaporator pinch point, ΔT ºC 10.0 
Maximum thermal oil temperature ºC 350.0 
Temperature design of district heating  ºC 90.0 
Pump operating pressure ( ) bar 25 
TIT design ºC 300 
Table 24 Performance parameters of the ORC sub-system. 
The maximum ORC working pressure and turbine inlet temperature (TIT) are limited to 
25bar and 300ºC, respectively, to reduce safety measures, materials expenses and avoid 
critical operating conditions, [91]. Finally, it is assumed an energy efficiency of 90% and 
pressure drop of 2% for the rest of heat exchangers. 
 
The net electrical and CHP efficiency of the whole plant can be defined as follows: 
 
𝜂𝑒 =  
𝑃𝑡−𝑃𝑝−𝑃𝑎𝑢𝑥
?̇?𝑏𝐿𝐻𝑉𝑏
                     Eq. 27 
p
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𝜂𝐶𝐻𝑃 =  
(𝑃𝑡−𝑃𝑝−𝑃𝑎𝑢𝑥)+ 𝑃𝐷𝐻
?̇?𝑏𝐿𝐻𝑉𝑏
                  Eq. 28 
 
𝑃𝐷𝐻 =  ?̇?𝑤𝐶𝑝𝑤Δ𝑇             Eq. 29 
Where the subscript b means biomass, e: electrical, aux: auxiliary components, CHP: 
combined heat and power, DH: district heating and w: water. 
 
7.3. Results 
 
Firstly, the effect of the air-biomass ratio (AB) is presented in Fig.  47. As can be observed, 
the air-biomass ratio strongly decreases the molar production of CO and, in a minor rate, 
the CH4, H2, and H2O; in contrast, the mole percentage of CO2 increases with the air-
biomass ratio due to the air increase inside the reactor (the N2 yield also increases). It is 
important to notice the molar yield of H2O, H2, and CH4 directly depend on the volatile 
matter composition of the biomass that it is only involved in the devolatilization process, 
and not in the gasification-combustion process (Fig.  46). Thus, the main reason in the 
reduction of these mole percentages in producer gas composition is the increase of the air 
mass flow in the gasification-combustion process. Otherwise, the strong reduction of CO is 
attributed to the higher presence of the char combustion reaction releasing CO2 instead of 
CO (Table 25); thus, the lower calorific value (LHVpg) and the cold gas efficiency (ηg in 
equation 1) decrease considerably. This effect can be observed in Fig.  48, the LHVpg 
decreases around 37.47% (from 5.53 MJ/kg to 3.46 MJ/kg) and the cold gas efficiency from 
92.72% to 76.87%. The O2 increase inside the reactor promotes the exothermal combustion 
reactions increasing the temperature and reducing the LHVpg. The minor decrease of the hot 
gas efficiency in Fig.  48 is attributed to the sensible heat of the producer gas at the gasifier 
outlet, in this case, despite of the chemical energy of the producer gas (LHVpg) decreases, 
the thermo-mechanical energy increases with the producer gas exit temperature.  
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Fig.  47 Producer gas composition as a function of air-biomass ratio (AB) 
 
Fig.  48. Mean temperature in the gasification-combustion zone, producer gas calorific value (LHVpg), 
gasification efficiency and producer gas exit temperature as a function of air-biomass ratio (AB). 
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Fig.  48 also presents the variation of the producer gas exit temperature as a function of AB. 
It is observed as this temperature increases from 77ºC (for AB = 1.30) to 570ºC (for AB = 
2.00) as a consequence of the gasification-combustion temperature increase from 500ºC to 
1220ºC. As it was explained above, this effect reduces considerably the LHVpg and the cold 
gas efficiency; in contrast, the hot gas efficiency is practically constant, reaching a maximum 
value of 95% for AB = 1.60. According to the assumptions cited in the section: updraft 
gasifier model, the exit temperature of the producer gas must be higher than 250ºC to avoid 
future corrosion problems in pipes and auxiliary elements due to the effect of the tar 
condensation. 
 
According to the present gasification model and the assumptions depicted in Table 21, the 
optimum performance parameters of the gasifier are achieved for an air-biomass ratio of 
1.60. At these operating conditions, the producer gas composition (in mole fraction) is the 
following: 12.8% H2, 19.2% CO, 2.6% CH4, 8.3% CO2, 11.8% H2O, 42.1% N2, 1.71% Tar (CxHy) 
and the rest Ar, O2, H2S, dust and particulates. The gasification-combustion temperature is 
830ºC, the producer gas reaches a lower heating value of 4.6 MJ/kg, a temperature of 
294ºC at the gasifier exit and a hot and cold gasification efficiencies is 95% and 88.1%, 
respectively. The biomass consumption during the optimum operating conditions is 0.066 
kg/s (around 240 kg/h) and the producer gas mass flow 0.166 kg/s. 
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Reactor zones Reactions Heat of reaction
* 
(kJ/mol) 
Drying Wet biomass → Dry biomass + H2O    - 
Devolatilization Dry biomass → Char (C) + ash + volatiles - 
Gasification C + CO2 ↔ 2CO                     (Boudouard) +172.0 
C + H2O ↔ CO + H2                 (Watergas) +131.0 
CO + H2O ↔ CO2 + H2                     (Shift ) -41.2 
C + 2H2 ↔ CH4             (Hydrogasification) -74.8 
Combustion C + O2 → CO2 -394.0 
C + 0.5 O2 → CO -111.0 
Table 25 Main reactions in the updraft gasifier. 
 * Positive symbol (“+”) represents an endothermic reaction and “-” an exothermic reaction. 
 
ER (equivalence ratio) is an important design parameter for a gasifier, it is the ratio of the 
actual air-fuel ratio to the stoichiometric air-fuel ratio, [17]. According to Karamarkovic and 
Karamarkovic, [141], this parameter can be calculated as follows: 
 
                                                                                Eq. 30 
 
Where nair represents the air molar flow and nC, nH and nO the molar flow of carbon, 
hydrogen and oxygen, respectively, in the biomass. 
 
As it has been discussed in the previous sections, the updraft gasifier behavior directly 
depends on the feedstock’s physical-chemical properties, volatile matter content (the final 
producer gas composition strongly depends on the devolatilization process) and the 
equivalence ratio (ER). It can be observed in thus study as the optimum performance 
parameters are reached at ER=0.30, under these conditions the hot gasification efficiency 
and LHVpg is maximized keeping a producer gas exit temperature above 250ºC. The results 
presented by Chen et al., [174], and Lui et al., [175], describe experimental studies with 
updraft reactors for three biomass types: mesquite, juniper and pine sawdust, as well as 
working characteristics depending on ER. It can be observed these studies show a 
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gasification behavior similar to the one presented: the gasification temperature and the 
producer gas yield increase with the ER, while, the LHVpg decreases. According to the 
producer gas composition (on dry basis) the main deviation is presented in H2 composition. 
This is largely due to the lower calorific value of the olive leaves (13.0 MJ/kg) compared to 
mesquite, juniper and pine sawdust (15.3, 17.7 y 16.6 MJ/kg, respectively). When the biomass 
has a higher LHVb presents higher fixed carbon content and, in consequence, lower volatile 
matter content, thus during the devolatilization process the amount of H2 released is much 
lower. The results presented by Liu et al., [175], for pine sawdust show production ratios 
similar to those obtained in the present study. 
 
The works published by Gunarathne et al., [176], and Seggiani et al., [177], evaluate the 
gasification of different types of pellets (black, grey and wood pellets) in updraft reactors. 
The experimental analyses show that the composition of the producer gas (in dry basis) for 
the gasification of grey pellets presents a mole composition similar to those obtained for 
olive tree leaves. However, their calorific value (LHVpg) and ER are different as a 
consequence of the high calorific value of the pellets in comparison with the olive tree 
leaves, especially in the gasification of black pellets (LHVb = 19.3 MJ/kg; LHVpg = 7.3 
MJ/Nm3). When the biomass has a higher LHVb, the energy liberated in the gasification-
combustion process will be higher, and the amount of gasification air required (ER) will be 
lower to achieve the same gasification temperature. On the other hand, it is important to 
highlight that black pellets are obtained by dry torrefaction of grey pellets, showing then a 
higher calorific value (LHVpg) and better producer gas characteristics; however, at lower 
gasification temperatures (<700ºC), they exhibit a high tar content (around 5% mole), thus 
increasing the economic cost of the cleaning and cooling systems. It needs to be 
emphasized that the relation of producer gas yields for black and grey pellets (2.0 and 2.1) 
are close to those obtained in the present study (1.9-2.4). 
 
To conclude this section, the experimental results of updraft gasification found in the 
literature show a high variability and depend strongly of two essential parameters: the 
lower calorific value of the biomass (LHVb) and the volatile matter composition (from the 
ultimate analyses), the last one is directly related with the final H2 content in the producer 
gas. 
  Gasification applied to the valorization of olive grove and olive mill residues 
 
 142 
 
Researching 
study 
 Present 
work 
Chen et al. Gunarathne et al. Lui et al. Seggiani et al. 
Biomass Olive  
leaves 
Mesquite Juniper Black 
pellets 
Grey 
pellets 
Pine 
sawdust 
Wood 
pellets 
ER (-) 0.24-0.38 0.24-0.37 0.20 0.20 0.10-0.50 0.25 
LHVb (MJ/kg) 13.0 15.3 17.7 19.3 16.6 16.6 16.7 
Ash (mass %) 8.5 1.7 1.9 0.9 1.9 0.83 0.7 
Producer gas 
composition 
on dry basis  
(mol. %) 
CO 26.9-14.6 21.0-13.0 25.0-21.0 32.0 19.0 21.5-16.5 29.0 
H2 16.2-12.7 3.0-1.6 3.3-2.6 12.0 16.0 10.0-7.6 6.0 
CH4 3.3-2.7 1.5-1.2 1.7-1.5 4.5 2.5 6.0-3.8 1.9 
CO2 6.8-13.3 15.0-11.0 11.0-9.0 9.9 14.5 8.1-18.7 9.1 
Tar 2.1-1.4 0.6-0.4 0.5-0.3 5.0 2.0 2.0-1.0 1.9 
Gasification  
temperature (ºC) 
490-1,220 750-
1,000 
750-950 > 700 > 800 800 > 700 
LHVpg (MJ/Nm
3) 5.5-3.4 3.5-2.4 7.3 6.0 7.2 – 4.1 5.8 
Producer gas yield 
(Nm3/kg) 
1.9-2.4 1.4-2.4 2.0 2.1 1.3-2.8 1.6 
Cold gasification 
efficiency (%) 
92.7-76.9 - 75.6 75.9 - 59.7 
Table 26 Gasification performance parameters for different updraft reactors presented in the literature. 
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After analyzing the optimum parameters of the gasification system, the study of the ORC 
cycle is presented. Fig.  49 shows the efficiency of the ORC cycle (ηORC) for different turbine 
inlet temperatures (TIT) and pump pressure ratios ( ). It can be seen as ηORC depends 
mainly of the working pressure of the organic fluid and, at a lesser extent, of TIT, which 
shows a practically linear growth for each  analyzed. Following the results obtained 
during the simulation and equation 10, the maximum ηORC can be reached for the highest 
 evaluated (25) and maximum TIT (310°C), under these conditions, ηORC reaches a value 
of 19.1%. From a thermodynamic point of view, the ORC cycle can operate under pressures 
and temperatures close to the critical values tolerated by the organic fluid (41.26 bar and 
315.8ºC for toluene, Table 23); however, in this paper maximum working pressure and TIT 
have been set at 25 bar and 300ºC respectively, thus ensuring that the ORC cycle will work 
under safe operating conditions, avoiding higher costs at the facility and critical operation 
conditions, under which the thermodynamic behavior of the organic fluid becomes unstable. 
Finally, it can be seen in Fig.  49 how the ηORC reached is 18.7% for the predefined operating 
conditions ( = 25; TIT = 300ºC). 
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Fig.  49 ORC efficiency for different TITs and pressure ratios ( ). 
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The distribution of the power losses, net electricity and heat generated are presented in Fig.  
50. It can be seen how the chemical energy content in the biomass is converted into 
electrical and thermal power (93.8kW and 412.6kW, respectively); the useful heat is more 
than four times the net electricity generated, being this novelty system an attractive 
solution for CHP applications. Regarding the power losses distribution, the major leak is 
located in the combustion chamber (158.7kW), followed by the updraft gasifier (104kW) and 
the ORC subsystem (98kW). It is observed as the higher losses in the combustion chamber 
are produced in the heat exchanger; here, the energy content of the flue gases is transferred 
to the thermal oil, releasing 63.5kW to the environment as heat transmission losses 
(representing around 40% of the total energy losses in the combustion chamber). Other 
losses of this subsystem are originated in the external combustion chamber (27%) and 
delivered through the stack (33%). 
The power losses in the ORC subsystem are mainly attributed to the three heat exchangers 
(blocks 5, 23 and 26 in Fig.  46. The highest energy losses are produced in the condenser 
(32% of the total losses), followed by the evaporator (29%) and regenerator (18%). Other 
minor losses are located in the steam turbine - electrical generator (15%) and pump (6%). 
Finally, the most important power loss in the updraft gasifier is attributed to the charcoal 
produced after the gasification process. According to the simulation results, this waste has a 
carbon content of 46.3% (in mole fraction) and 53.7% of ashes, representing a chemical 
power stream of 43.7kW (around 42% of the total gasifier losses, Fig.  50). It is important to 
consider that this waste could be a feasible option for the production of activated carbon. 
Additional losses in the gasifier subsystem are the heat transmission losses from the 
reactor to the environment (42%) and the minor losses attributed to the carbon particulates 
removed in the cyclone (17%). 
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Fig.  50 Power losses distribution of the plant. 
 
To conclude this section, Table 27presents the optimum performance parameters achieved 
in this study and the comparison with other similar technologies, [94,178].  
 
The work presented by Huang et al., [178], evaluates the gasification and pyrolysis of two 
poultry litter (PL) samples, characterized by their high ash content, for obtaining  two final 
products: charcoal and energy (this last one, through an ORC cycle). The results achieved 
with PL were also compared with a high quality biomass: willow chips (with a lower ash 
content and higher LHV). It is observed in Table 27 that the results achieved in the present 
work show better electrical and CHP efficiencies than the work of Huang et al., [178]. This is 
due to the fact that one of the objectives of the work of Huang et al. was the joint 
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production of charcoal and energy; while in the present work, only energy production has 
been maximized (both electrical and thermal). It can be also observed as the olive leaves 
gasification shows a LHVpg, 4.60MJ/kg, higher than the one obtained in the gasification of 
PL: 4.15 MJ/kg for sample #1 and lower for sample #2 (4.81MJ/kg).  
 
Alternatively, Kalina introduced a simulation work based on the gasification of spruce chips 
for the production of electrical energy by means of a combined cycle with a gas motor and 
an ORC cycle (as bottoming unit), [94]. The results obtained by Kalina showed a higher 
electric performance than the one obtained in the present work (23.80% against 10.82%, 
respectively). This is principally due to two reasons: the first and most important is that the 
main objective of Kalina’s work was to maximize the electrical energy produced through 
two power units: a motor gas which uses the producer gas from gasification and a ORC 
which uses the residual heat from the exhaust gases from the motor to maximize the 
electrical energy generated. In this case, the electrical energy produced is higher, however, 
there is no thermal energy produced, and the system used by Kalina cannot be used for 
cogeneration applications. The second reason is that the biomass used in Kalina’s work 
shows better qualities than olive leaves, namely lower ash content and higher LHVb. As a 
consequence, the producer gas obtained from the gasification of spruce woodchips 
presents a higher LHVpg (5.26MJ/kg against 4.60MJ/kg), and therefore, the electricity 
production per kg of biomass consumed is higher. Finally, it can be observed that the cold 
gasification efficiency reached in the present work is superior to that obtained by Kalina 
(88.10% and 59.96%, respectively). This is due as well to two main reasons: the first one lies 
in the fact that the work of Kalina used a downdraft reactor, against the updraft reactor 
used in the present study. Downdraft reactors are characterized by the cleaner producer gas 
obtained (with a low particle and tar content). However, the performance of these reactors 
is lower than that of the updraft, [17]. The second reason is that the producer gas obtained 
in Kalina’s work feeds a gas motor, and therefore it must be cooled down to ambient 
temperature and must have low content in water steam and other impurities which could 
damage the combustion engine. For this reason, this cleaning and cooling process 
diminishes the energetic content of the producer gas at the gasifier’s outlet and therefore, 
the gasification efficiency (also named cold gas efficiency). It is important to highlight that 
the performance of the ORC system reached in this work is higher and that the one 
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obtained by Kalina (18.70% against 13.90%). Toluene allows working with high temperature 
heat sources, while R123 is used for waste heat at low temperature (as well as R245fa), this 
allows work at higher temperatures and operating pressures, and therefore, to maximize 
the ORC performance, [86]. 
 
 
Performance parameter Units Present work Huang et al. Kalina work 
Biomass source - Olive leaves PL sample 1 
(option 4) 
PL sample 2 
(option 4) 
Spruce chips  
(Config. No. 
2) 
Ash content wt% 8.50 22.4 17.30 1.50 
LHVb MJ/kg 13.00 17.23 16.02 18.29 
LHVpg MJ/kg 4.60 4.15 4.81 5.26 
Biomass consumption kg/h 240.0 1500.0 1500.0 194.7 
Net electrical power kW 93.8 376.0 388.0 242.1b 
Thermal power kW 412.6 1777.0 1831.0 n.a. 
Net electrical efficiency % 10.82 5.23 5.81 23.80 
CHP efficiency % 58.41 30.00 33.24 n.a. 
Gasification efficiency  % 88.10a n.a. n.a. 59.96c 
ORC efficiency % 18.70 n.a. n.a. 13.90 
ORC working fluid - Toluene R245fa R245fa R123 
Table 27 Optimum performance parameters. 
a Based on cold gas efficiency (updraft gasifier) 
b 202.3kW (ICE unit) and 39.8kW (ORC unit) 
c Based on cold gas efficiency (downdraft gasifier) 
n.a.: not available 
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Chapter 8. Comparison and analysis of most appropriate uses for the 
technologies considered 
 
The works presented in the previous chapters has described the modelling of four different 
systems for the valorization of olive grove and olive mill residues, namely: 
 
 A biomass combustor coupled with an externally-fired gas turbine 
 A downdraft gasifier with a microturbine 
 A downdraft gasifier with a gas engine 
 An updraft gasifier coupled with an ORC 
 
Each of these presents different advantages and disadvantages for their use. Given the 
diversity in olive by-products that can be valorised and the heterogeneity in the size and 
production of olive mills throughout Europe, it is anticipated that certain technologies will 
be more suitable for their use in a certain type of mill than others. 
 
The first system considered, the biomass combustor coupled with an EFGT, is more efficient 
than the combination of a gasifier and a microturbine, and the one system for which the net 
electric efficiency obtained is one of the highest (19.1% , Table 28). It achieves this value with 
a low biomass consumption (33 kg/h), and achieves an overall efficiency of 59,3%. It has the 
extra advantage of not requiring a complicated gas cleaning system, and it allows using 
dirty fuels, with a low calorific value. However, the optimization of the HTHE is a critical step 
in the design and operation of the this type of plant, which is not only expensive, but also 
affects efficiency.  The size ofthe plant considered is also one of the smallest modelled in 
the present work. 
 
The gasifier and microturbine plant have the same size as the EFGT system, 30 kWe and 60 
kWth, and present in comparison to it a lower overall efficiency with higher restrictions for 
the type of fuel used and the gas cleaning stage required to avoid corrosion at the 
microturbine. For this reason the system with a microturbine would not be a direct 
recommendation for an olive mill willing to valorize their residues. In the current situation, 
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where olive stones have already a technically suitable and economically beneficial 
valorization pathway for domestic heating systems, other suitable by-products available 
require an intensive cleaning stage (wood, which must be free of leaves and young 
branches and chipped to a particle size adequate to the gasifier), as well as transport to the 
plant. For this reason, a gasifier combined with a microturbine would not be a 
recommendable system for valorization at the mill. 
 
The system composed by a downdraft gasifier and a gas engine represents a medium-range 
and suitable solution, again for dedicated fuels. The system modelled has an electric power 
of 70kWe and thermal output of 110kWth. The present thesis describes the results obtained 
with olive stones and with small branches and leaves, and shows that the best values are 
obtained whenever olive stones are used. The LHVpg is higher for olive stones than for 
leaves and branches (5.1 MJ/kg vs 3.7 MJ/kg), and char and ashed produced are more than 
double for leaves and branches than for olive stones (13.3 and 6.0 respectively). The particle 
size required to achieve optimal operation is restrictive (20-100mm), and the fuels used 
should not exceed a maximum ash content of 6% or a moisture content of 25%.  This 
explains the low performance obtained with leaves and branches. However, the values 
obtained for olive stones are promising, and this could be a system suitable for a region 
where the olive stones do not yet have an established valorization pathway, or olive wood 
from prunings is readily available in a clean, chipped form. 
 
For the last system considered, the updraft gasifier coupled with an organic Rankine cycle 
presents the highest flexibility with regard to the fuel used: updraft gasifiers allow a higher 
moisture content (60% , compared to 20% maximum for downdraf gasifiers, used in the 
other technologies), ash content (25%, whereas the maximum for downdraf gasifiers is 6%), 
and particle size, which presents a wide range (5-100 mm), suitable for the use of coarse 
biomass. Especially the tolerance to higher moisture and ash contents indicate that this 
system is well suited for the valorization of olive leaves.  The system modelled and 
discussed in Chapter 7 has in the external combustion chamber a key component, as it 
connects the gasifier and the ORC subsystems and gives the advantage of very low tar 
formation and particulate requirements in comparison to the rest of systems studied. For 
the ORC subsystem, the working pressure and TIT have been set at 25 bar and 300°C, which 
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allow safe operation conditions and yield an ORC efficiency still higher than those reported 
by other works, such as those by Kalina et al. Described in  [94]. The net electrical efficiency 
is 10.82%, lower than the rest of technologies studied in the present thesis. The fuel used 
must however be considered: the valorization of leaves has shown problematic so far, and a 
reliable way of using them, like the combination of an updraft gasifier with an ORC presents 
a good oppotunity. With regard to the LHVpg, the value obtained with this system is higher 
than the that obtained with the downdraft gasifier and gas engine: 4.60 MJ/kg compared to 
3.7 MJ/kg.  Biomas consumption is also the highest from the systems studied: 240 kg/h, 
which implies that this system could be a solution for large olive mills, which collect large 
amounts of leaves. 
 
Table 28 below summarizes this comparison with the main results obtained: 
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Biomass 
combustor+EFGT 
Gasifier + 
microturbine 
Downdraft 
gasifier+GE 
(olive stones) 
Downdraft 
gasifier+GE 
(branches and 
leaves) 
Updraft gasifier + 
ORC 
Gross electric 
power (kW) 30 30 70 70 100 
Thermal power 
(kW) 60 60 110 110 412.6 
Biomass 
consumption 
(kg/h) 
33 40 105 105 240 
LHVpg (MJ/kg) n.d. n.d. 5.1 3.7 4.60 
Cold gas efficiency 
(%) n.d. n.d. 71.2 63.1 92.7 – 76.9 
Net electric 
efficiency (%) 19.1 12.3 19.5 19.5 10.82 
Advantages 
against other 
technologies 
 High net electric 
efficiency 
 Can use dirty or 
low calorific value 
fuels, doesn’t 
require gas 
cleaning stage 
  High LHVpg  
 Fuel flexibility 
(high ash. High 
moisture 
biomass). 
Allows 
operation using 
exclusively 
leaves 
 At the 
conditions 
described, no 
tar does not 
represent 
clogging risks 
Disadvantages 
against other 
technologies 
 Requires careful 
optimization of 
HTHE 
 Gas cleaning 
stage required 
 Restrictive with 
respect to 
particle size 
 Large amounts 
of water 
required for 
cooling and 
cleaning stages 
 Performance is 
much lower for 
lower-grade 
fuels 
 
Table 28 Comparison of the four technologies studied 
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Chapter 9.     Conclusion and future works 
 
As it has been discussed in the present work, there are a number of technologies suitable 
for the valorization of olive grove and olive mill by-products. The olive stones have already 
a marketable use, and for htis reason they are not the main concern whenever talking about 
the valorization pathways possible. The present thesis has focused on finding a solution for 
the valorization of olive tree prunings, especially small leaves and branches, which appear 
not only in the olive groves, but are also carried with the olives harvested to the olive mills 
(5-10% in weight of the whole received at the mill). Their disposal there is more problematic 
than at the olive grove, discards direct uses, such as spreading on soil, and implies an extra 
cost for the operation of the olive mill. Against this situation, there is the possibility of 
finding a technology that allows their valorization to cover the electrical and heat demands 
of the olive mill. 
 
Four technologies have been studied in the present thesis with the aim of finding such 
solution. The results indicate that gasification is a technology suitable for the valorization of 
biomass from the olive grove, and that between the two gasifier types tested, the updraft 
gasifier presents the best features, especially for a high moisture and high ash substrate, 
such as the leaves. In the technologies for the use of biomass, both a gas engine and an 
ORC have yielded results that indicate an industrial valorization under real operating 
conditions is possible. 
 
On the future works, after having studied the suitability of different technologies  for the 
valorization of olive oil residues from a purely technical point of view, the economic and 
social aspects of the implementation of the best options need to be addressed. For this 
reason, the next works in this line will  study  the  benefits of building  different plants, 
considering the economic benefits they could imply (reduction of disposal and electricity 
costs) as well as the social benefits they could entail at a larger scale (employment creation,  
year-round employment in contrast to intermittent through the year, new skills to be 
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introduced to the staff at the mill). In this case, the obvious focus would be to compare the 
performances of a gasifier+ gas engine  and a gasifier+ ORC. 
 
Furthermore,  the intrinsic complexities ofthe sector need to be addressed. There will not be 
a  „one size fits all“ solution for the valorization of olive mill by-products, due to the fact that 
the  olive sector is very different in its structure in the different producer countries.  The 
large cooperatives of Andalucía in Spain will need a valorization system that can cope with 
the large amounts of olives processed, and will probably be able to assume a larger 
investment than the smaller mills in Italy or Greece. These aspects need to be considered 
before issuing a strong recommendation on which technologies to implement. 
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